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sLC 700

LOO70SLC

LED COLOR SPACE LIGHT =

LAMPHEAD CONTENTS

= | amp Housing
= Hanging Wire
= Black Skirt

® Silk Skirt

= Target Assembly
= AC Cable

Stirrup

Silk Skirt

Octagon Soft Box

Black Skirt

Octagon Eggcrate
—




SPECIFICATIONS
Identity No. L0070SLC
Max. Capacity 720W
Voltage 95V - 260V AC
Current 3.3A@ 220V AC
Color Temp. Adjustable 2700K ~ 10000K
Color R/G/B/W Color Mixing
CRI >95
TLCI >95
Dimming 0-100%
Control Signal DMX 512
DMX Channel 7-21
LED Life Approx. 30,000 Hrs
Max. Surface Temp. 60°C
Max. Ambient Temp. 45°C
Weight (Lamphead) 19.0 kg

DIMENSIONS (mm)

Height

Diameter @

Black Skirt :

@846 x H1125

il

PHOTOMETRIC DATA

m  Measuring with silk skirt

L—t—-@-a—

212

Silk Skirt :
@740 x H 950

Target Assembly :

riLMCEAR

Capacity 720W 720W | 450W 720W 690W
Position ColorTemp. Daylight | Tungsten R G B
Center 3m High <A> | 1308 Lux | 1273 Lux | 171 Lux | 725Lux | 220 Lux
Center 6m High <B> 327 Lux 318 Lux 43 Lux 181 Lux 55 Lux
Center 9m High <C> 145 Lux 141 Lux 19 Lux 81 Lux 25 Lux
Distance 2m <D> 153 Lux 148 Lux 20 Lux 86 Lux 26 Lux
Distance 4m <E> 101 Lux 100 Lux 13 Lux 57 Lux 17 Lux
Distance é6m <F> 64 Lux 64 Lux 9 Lux 37 Lux 11 Lux
Distance 8m <G> 40 Lu 38 Lux 5 Lux 24 Lux 7 Lux

SPECTRUM
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LAMPHEAD CONTENTS
= | amp Housing

= Hanging Wire

= Black Skirt

= Silk Skirt

= Target Assembly

= AC Cable

SLB
700

f 4 ﬁ\\\ ( ﬁ\\‘ F RODUC I
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s I. B 500 SLB1000 & SLB700 are the Best New Lighting
Technology winners in the 2019 NAB Show

Product of the Year Awards.

LED CCT SPACE LIGHT

(Bi-Color 2700K-6000K)

Silk Skirt

Octagon Eggcrate

Black Skirt

Octagon Soft Box




PHOTOMETRIC DATA

B Measuring with silk skirt

riLMCEAR

SPECIFICATIONS
SLB 1000 SLB 700 SLB 500
Identity No. LO100SLB (220v) LOO70SLB (220v) LOO50SLB (220v)
LO101SLB (110V) LOO71SLB (110V) LOOS1SLB (110V)
Max. Capacity 950W 720W 480W
Voltage 190V - 260V AC or 190V - 260V AC or 190V - 260V AC or
95V - 135V AC 95V -135V AC 95V -135V AC
Current 4.3A@ 220V AC 3.3A@ 220V AC 2.2A@ 220V AC
8.6A@ 110V AC 6.5A@ 110V AC 44A@ 110V AC
Color Temp. Adjustable 2700K - 6000K | Adjustable 2700K - 6000K | Adjustable 2700K - 000K
CRI >95 >95 >95
TLCI >95 >95 >95
Dimming 0-100% 0-100% 0-100%
Control Signal DMX 512 DMX 512 DMX 512
DMX Channel 2 2 2
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs Approx. 30,000 Hrs
Max. Surface Temp. 60°C 60°C 40°C
Max. Ambient Temp. 45°C 45°C 45°C
Weight (Lamphead) 18.0kg 17.0kg 12.0kg
DIMENSIONS (mm)
’é’ Dimensions St 1000 700 500
A 287 212 212
A Height B 705 705 2552
Black Skirt D980x 1125 | 2980x 1125 | @740x585
Silk Skirt @850x950 @850 950 @610x430
Diometer ¢
Target Assembly 95 015 @636

Color Temp. LSB 1000 LSB 700 LSB 500
Position 5600K | 3200K | 5600K | 3200K | 5600K | 3200K
Center 3mHigh <A> | 1512 Lux | 1215 Lux |2295 Lux |2304 Lux | 1620 Lux | 1422 Lux
Center ém High <B> 378 Lux | 303Lux | 573Lux | 576 Lux | 405Lux | 355Lux
Center 9m High <C> 168 Lux | 135Lux | 255Lux | 256 Lux | 180 Lux | 158 Lux
Distance 2m <D> 151 Lux | 127 Lux | 160 Lux | 165Lux | 131 Lux | 111 Lux
Distance 4m <E> 121 Lux | 96Lux | 99 Lux 98 Lux 70 Lux 65 Lux
Distance ém <F> 90 Lux 72 Lux 60 Lux 58 Lux 40 Lux 35 Lux
Distance 8m <G> 65 Lux 49 Lux 35 Lux 33 Lux NA NA

SPECTRUM HISTOGRAM
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LED HIGH POWER COLOR PANEL =—

PRODUCT FEATURES

m  CRland TLCI>95
m  Offers 4 Lighting Modes :

¢ CCT Mode : Able to adjust CCT from 2500K to 10000K,
with plus and minus Green / Magenta adjustment.

RG B 4 0 0 With 5 defined CCT presets to cope with your

LOO40RGB shooting needs.

¢ HSIMode : Allows full color control (Hue, Saturation
and Intensity)

¢ GelMode : Offers more than 200 types of professional
lighting filter effects

@ Scene Mode : Provides a variety of scenes

m  Different remote control options available:
¢ Wired Remote Control
¢ Wireless DMX Control

LAMPHEAD CONTENTS

Lamp Housing with Soft Diffusion Filter
M.O. Stirrup with @28mm (1-1/8 in.) Spigot
AC Power Cable

DC Power Cable

ACCESSORIES

4-leaf Barndoor

Soft Box

Soft Eggcrate

Metal Eggcrate

P.O. Stirrup with @28mm (1-1/8 in.) Spigot
Safety Cable (for lamphead)

Remote Control RGB 200

LOO20RGB



SPECIFICATIONS

RGB 400 RGB 200

Identity No. LO040RGB LO020RGB
Max. Capacity 400W 200W
Input Voltage 95V ~ 260V AC 95V ~ 260V AC

22V ~ 36V DC 22V ~ 36V DC
Input Current 2A @220V AC 1A @220V AC

17A @ 24V DC 8.5A @24V DC
Color Temp. Adjustable 2500K - 10000K Adjustable 2500K - 10000K
Color R/G/B/W/CW color mixing R/G/B/W/CW color mixing
CRI >95 >95
TLCI >95 >95
Dimming Range 0-100% 0-100%
Control Signal DMX 512 DMX 512
DMX Channel # Varied # Varied
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs
M.O. Stirrup @28mm (1-1/81in.) Spigot @28mm (1-1/8in.) Spigot
Class / IP Rating 1/1P23 1/1P23
Max. Surface Temp. 60°C 60°C
Max. Ambient Temp. 45°C 45°C
Operating Range +90° ~ 0° ~ -90° +90° ~ 0° ~ -90°
Weight 15.0kg 13.0kg

# Remark : depends on DMX mode Selection

DIMENSIONS (mm)

RGB 400 RGB 200
A 542 542
B 172 172
© 345 345
D 783 481
E 372 372
F 658 355

RGB 400W

3m 5m 7m
5600K  Lux 1940 758 389
3200K  Lux 1610 640 342

RGB 200W

3m 5m m
5600K  Lux 980 385 190
3200K  Lux 800 310 168

CONTROL PANEL

a
— - RGB P 1
ri LmG:Aa Remote go’r:!ﬁ:l

) (o) O 6000K

CCTmode oAk O 5600K

HSImode HOME

| GELmode O O 4500K

O 3200K

riLMCEAR
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SPECTRUM

1
1

5600K

0.0
380 420 460 500 540 580 620 660 700 740 780

3200K

HISTOGRAM

I
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LED HIGH POWER COLOR PANEL =

Identity No. AQOOTRPR
Capacity <TW

Input Voltage USB / RJ45 5V
Effective Distance 3m

Weight 4179

RGB PANEL
REMOTE CONTROL

® Wired remote control for RGB Pro
via USB or Art-Net

m Effective Control the RGB Panel when it
located at an unreachable location

m Offers the same interface as the one
on the RGB Pro for easy access

00000




riLMCEAR

WIRELESS DMX

TRANSMITTER & RECEIVER

Transmitter Tx Receiver Rx
Identity No. A0025WDT A0025WDR
Input Voltage 5V /0.5A Max.
\: Work Frequency Section 2.4G ISM, 126 Channel
: Communication Distance 400m (Open Area)
: Max Transmitting Power Rate 20 dBm
: Receive Sensiivity -94 dBm
DMX Connector 5Pins XLR
No. of Group ID 7
Rotating Angle 300°
Receiver Rx Weight 104g ‘ g
Transmitter Tx
Receiver Rx
HAND CONTROLLER
Identity No. WDC-01 74 3%
Power Supply 3.7V Li-Battery or
From +5V DC Supply (Highest priority)
Battery Capacity 2000 mAh
Battery Run Time 2 hours =
Power Consumption w 2. (] g_
No. of Fader 8
No. of Group ID 7 SN MMMM
DMX Signal Output USB to XLR DMX Cable or T
2.4G Wireless Transmission
Communication Distance 400m (Open Area) MMMM
Weight 4359 —
60.5 21
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LED HIGH POWER

CCT PANEL

(Bi-Color 2700K-6000K)

LAMPHEAD CONTENTS

= | amp Housing with Soft Diffusion Filter

= M.O. Stirrup with @28mm (1-1/8 in.) Spigot
= AC Power Cable

= DC Power Cable

ACCESSORIES

4-leaf Barndoor

Soft Box

Soft Eggcrate

Metal Eggcrate

P.O. Stirrup with @28mm (1-1/8 in.) Spigot
Safety Cable (for lamphead)

CCT 200

LO020CCT

4-leaf Barndoor

CCT 400

LO040CCT

Metal Eggcrate

Soft Eggcrate

Softbox




riLMCEAR

SPECIFICATIONS

CCT 400 CCT 200 PHOTOMETRIC DATA
Identity No. L0040CCT L0020CCT
Max. Capacity 400W 200W
Voltage 95-260V AC 95-260V AC am 5m 7m
22-36V DC 22-36VDC
Current 2A @ 220V AC 1A @ 220V AC
17A @ 24V DC 8.5A @ 24V DC CCT 400 5600K Lux 1710 572 277
ColorTemp. Adijustable 2700K - 6000K Adijustable 2700K - 6000K 3200 Lux 1573 520 250
CRI >95 >95 5600K Lux 735 282 150
TLCI >95 >95 ceT20 3200K  Lux 680 200 141
Dimming Range 0-100% 0-100%
Control Signal DMX 512 DMX 512
DMX Channel 2 2 SPECTRUM
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs
M.O. Stirrup @28mm (1-1/8 in.) Spigot @28mm (1-1/8 in.) Spigot
Class / IP Rating 1/1P23 1/1P23
Max. Surface Temp. 60 °C 60 °C
Max. Ambient Temp. 45°C 45°C
Operating Range +90° ~ 0° ~ -90° +90° ~ 0° ~ -90°
Weight 13.0 kg 9.0 kg 0SS0 S0 o0 i 0 T T o0 S S s 0 T R
5600K 3200K
D DIMENSION (mm) HISTOGRAM
CCT 400 CCT 200 , o e
E A 542 542 :
A B 172 172
C o C 345 345
D 783 481
E 372 372
F 658 355




LSC 135

LOO1SLSC

Yoke Mount

LsC 270

LAMPHEAD CONTENTS LO02SLSC

= | amp Housing with DMX

= Stirup with @28mm Spigot
= AC Cable

= DC Cable

Grip Mount

‘/,/,/,1,/,/,/,/,/,/,/,/,/,/,/,/,/,111

ACCESSORIES

LsC 135

LOOTGLSC

4-leaf Barndoor
Eggcrate
P.O. Stirrup with @28mm Spigot

n
n
n
m Safety Cable (for lamphead)



SPECIFICATIONS
LSC 270 LSC 135
Identity No. LO02SLSC (M.0) LOOTSLSC (M.0)
LPO2SLSC (P.0.) LPOTSLSC (P.0.)

LOOTGLSC (Grip Mount)

Max. Capacity

270W

135W

Input Voltage

AC 95-260V / D

C22-36V

Input Current

1.3A @220V AC / 11A@24V DC | 0.6A @ 220V AC / 5.5A @24V DC

Color Temp. Adjustable 2700K - 10000K
Color R/G/B/W/CW Color mixing
CRI >95
TLCI >95
Dimming Range 0-100%
Control Signal DMX 512
DMX Channel Varied (depends on DMX mode Selection)
LED Life Approx. 30,000 Hrs
mw% M.O. /P.O. Sfirup M.O. / P.0. Sfitup with @28mm Spigot
¢ with @28mm Spigot Grip Mount with @28mm Spigot
Class / IP Rating 1/1P23
Weight 13.0 kg (M.O.) 8.0 kg (M.0.)
150kg (P.O.) 10.0 kg (P.0.)
7.0 kg (Grip Mount)

Dimension Yoke Mount Yoke Mount Giip Mount
(mm) M.O. P.O. M.O. P.O.

A 583 621 583 621 372

B 148 148 148 148 404

C 1454 1421 812 824 658

Yoke Mount

Grip Mount

riLMCEAR

PHOTOMETRIC DATA

5600K Lux
LSC 270
3200K Lux
LSC 135 5600K Lux
3200K Lux
SPECTRUM

380 420 460 500 540 580 620 660 700 740 780

5600K

380 420 460 500 540 580 620 660 700 740 780

3200K

3m

1310
1087

655
544

5m m
512 263
432 231
256 132
216 116
HISTOGRAM
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LED CCT SOFT PANEL

( Bi-Color 2700K-5600K )

LAMPHEAD CONTENTS

Pol rat
ole Ope ated = Lamp Housing with DMX
I_S B 2 0 0 = Stirup with @28mm Spigot
= AC Cable
LPO2SLSB (P.O.) = DC Cable

ACCESSORIES

= 4-leaf Barndoor

= Eggcrate

m P.O. Stirup with @28mm Spigot
m Safety Cable (for lamphead)

LSB 100

LOOTGLSB

Grip Mount

LSB ] 00 Yoke Mount

LOOTSLSB (M.O.)



SPECIFICATIONS

Identity No.

LSB 200

L002SLSB (M.0.)
LPO2SLSB (P.O.)

LSB 100

LOO1SLSB (M.O.)
LPO1SLSB (P.O.)
LOOTGLSB (Grip Mount)

Max. Capacity

200W

100W

Input Voltage

AC95-265V / DC 22 - 36V

Input Current

1A @ 220V 50Hz AC
2A@110V 60Hz AC

0.5A @ 220V 50Hz AC
1A@110V 60Hz AC

7A @30V DC 3.5A @30V DC
Color Temp. Adjustable 2700K - 5600K
CRI >95
TLCI >95
Dimming Range 0-100%
Control Signal DMX 512
DMX Channel 2
LED Life Approx. 30,000 Hrs
Stirrup / M.O. / P.O. Stirup M.O. / P.0. Stiitup with @28mm Spigot
Mounting with @28mm Spigot Grip Mount with @28mm Spigot
Class / IP Rating 1/1P23
Weight 15.0 kg (M.0.) 10.0 kg (M.O.)
17.0 kg (P.O.) 12.0 kg (P.O.)
9.0 kg (Grip Mount)
Dimension Yoke Mount Yoke Mount Grip Mount
(mm) A 640 640 410
B 148 148 401
€ 1414 814 660

Yoke Mount

Grip Mount

|

riLMCEAR

PHOTOMETRIC DATA

m 2m 3m 4m

LSB 200 5600K Lux 3159 1203 534 312

3200K Lux 2679 1004 440 261

LsB 100 5600K  Lux 1926 670 301 176

3200K Lux 1614 573 260 150
SPECTRUM HISTOGRAM

0.0

380 420 460 500 540 580 620 660 700 740 780

380 420

Ra=95 Re=94

I 3
010 20 30 40 50 60 70 80 90 100

5600K 5600K

Ra=94 Re=92

460 500 540 580 620 660 700 740 780

3200K
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LED SL PANEL —

(Bi-Color 2700K-5600K)

LAMPHEAD CONTENTS

= |amp Housing

= Diffuser

= Stirup with @28mm (1-1/8 in.) Spigot
® Power Supply & Power Cable

ACCESSORIES

= 4-leaf Barndoor
= V-mount Battery
m Safety Cable (for lamphead)

=1
]] sL200
Hl

sL100

LOOT0BSL

FiLMGEAT
LEDSLPANEL200 'y

[

sL50

LOOOS5BSL

o

Power Supply & Power Cable



SPECIFICATIONS
SL 200 SL 100 SL 50

Identity No. L00208BSL L0010BSL L0005BSL

Max. Capacity 218W 109W 40W

Voltage 18-28v DC 18-28V DC 12-24VDC

Current 9A @ 24V 4.5A @ 24V 2A @ 24V

Color Temp. Adjustable 2700K - 5600K | Adjustable 2700K - 5600K Adjustable 3200K - 5600K

CRI >95 >95 >95

TLCI >95 >95 >95

Dimming Range 0-100% 0-100% 0-100%

Control Signal DMX 512 DMX 512 DMX 512

DMX Channel 2 2 2

LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs Approx. 30,000 Hrs

Stirrup @28mm (1-1/8 in.) Spigot @16mm (5/8in.) Socket @16mm (5/8in.) Socket

Class / IP Rating 1/1P23 1/1P23 1/1P23

Max. Surface Temp. | 60°C 60°C 60°C

Max. Ambient Temp,  45°C 45°C 45°C

Operating Range +90° ~ 0° ~ -90° +90° ~ 0° ~ -90° +90° ~ 0° ~ -90°

Weight 13.0kg 6.0kg 3.0kg
PHOTOMETRIC DATA

SL 200 SL 100
2m 3m 4m 3m 4m

5600K Lux 1358 825 402 5600K Lux 728 344 201
3200K Lux 1204 717 375 3200K Lux 655 308 178

DIMENSIONS (mm)

40 o

A '
R e
B F
SL200 | SL100 | SL50
A 811 439 398
B 82 95 78
C 638 340 315
D 878 823 369
E 477 270 240
F 738 675 315
SL 50
2m 3m 4m
5600K Lux 390 152 75
3200K Lux 360 140 60

riLMCEAR

SPECTRUM

00
380 420 460 500 540 580 620 660 700 740 780

5600K

06

04
02

00
380 420 460 500 540 580 620 660 700 740 780

3200K

HISTOGRAM
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5600K
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3200K
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CMB50

LOO0SCMB

cme100

LOO10CMB

LED CINEMAT

(Bi-Color 2700K-6500K)

LAMPHEAD CONTENTS ”Q
= |Lamp Housing i /

= Diffuser Cloth NJ
Control Box with V-mount Adapter

Power Supply & AC Cable .
Diffuser Control Box w/ Power Supply &
V-mount Adapter AC Cable




SPECIFICATIONS

CMB 100 CMB 50
Identity No. LO0TOCMB L0005CMB
Max. Capacity 100W 50W
Color Temp. Adjustable 2800K - 6500K Adjustable 2800K - 6500K
CRI >95 >95
TLCI >95 >95
Dimming Range 0-100% 0-100%
Control Signal DMX 512 DMX 512
DMX Channel 2 2
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs
LED 576 pcs. Cold White SMDLED 288 pcs. Cold White SMDLED
576 pcs. Warm White SMDLED 288 pcs. Warm White SMDLED
Weight 684 g 4059
CONTROL BOX
Identity AO100LCB AOT00LCB
Capacity 100W 100W
Input Voltage 22-36VDC 22-36VDC
Weight 9849 9849
POWER SUPPLY
Capacity 160W 90W
Input Voltage 100 - 240V AC 100 - 240V AC

DIMENSIONS (mm)

FLRGEAT

AT

20

605

AT

20

SPECTRUM

620 660 700 7:

5600K

0 420 460 500 540 580 620 660 700 740 780

riLMCEAR

HISTOGRAM

20 30 40 50 60 70

30 40 50 60 70 80 90 100

PHOTOMETRIC DATA

3200K
CMB 100 5600K  Lux
3200K  Lux
600K L
cmpso 0K Lx
3200K  Lux

3765
3278

2135
2012

2m 3m
1002 495
933 449
578 277
519 253
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MPB 16

LOOO16MPB

MPB 8

LOOOO8MPB

ACCESSORIES

& |

Mini Panel Softbox Flexible Arm + Clamp Charger Lock Clamp

LED MINI PANEL

(Bi-Color 2800K-6200K)

LAMPHEAD CONTENTS

¢ LED Mini Panel 8W

* USB Cable (0.5m)
m ¢ Mini Panel

Pouch

)
o
(]
5
L
I4
]
t

+

o Ultralight Arm
with Hot Shoe Adaptor

* Hot Shoe
Adapter

* BSW 1/4" ki
Thread Stud ﬁh



SPECIFICATIONS

MPB 16 MPB 8
Identity No. L00016MPB L00008MPB
Capacity 16W 8W
Charging Input 3 hours, Type-c Input, 3 hours, Type-c Input,
DC 5V-2A / 9V-1.5A DC 5V-1A

Capacity

7.4V, 3000mAh

3.7V, 3000mAh

Working Hours

100% output --> 1 hour

100% output —> 1 hour

5% output —> 17 hours

5% output --> 17 hours

Color Temp. Adjustable 2800K - 6200K Adjustable 2800K - 6200K
CRI >95 >95
Dimming Rage 0-100% 5-100%
Luminance 1243 - 1352 lumen 544 - 610 lumen
3200K - 5600K 3200K - 5600K
LED 102 pcs. Cold White SMDLED, 48 pcs. Cold White SMDLED,
102 pcs. Warm White SMDLED, 48 pcs. Warm White SMDLED,
Connector BSW 1/4" Thread Hole BSW 1/4" Thread Hole
Display OLED Display OLED Display
Weight 290.0g 131.0g
PHOTOMETRIC DATA
MPB 16 MPB 8
i om 3Im 0 03m 0.6m  1.0m
LUX 434 118 54 5600K LUX 1825 489 201
LUX 378 103 48 3200K  LUX 1599 437 174

riLMCEAR

SPECTRUM HISTOGRAM

380 420 460 500 540 580 620 660 700 740 780

5600K 3200K

| W 0 s
® o
I FLMGEAR 2
FiLMEEAY ] -| 9 g S .: @ 66,3
+ |0
] ®
121.3 10.5

121.3 11
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LED SPOT

LAMPHEAD CONTENTS

= | amp Housing

= 4eaf Rotatable Barndoor
with Safety Wire

= Stirup with @28mm Spigot

= AC Cable

LFT 500

LOOSOLFT
(Tungsten )

LFD 500

LOO50LFD POLE

( Daylight ) OPERATED
LFD 500P0
LFT 500P0




SPECIFICATIONS

Identity No. LOOSOLFD (Daylight)
LOOSOLFT (Tungsten)

Max. Capacity 500W

Voltage 95-260V AC

Frequency 50Hz / 60Hz

Current 2.3A @220V AC

Fresnel Lens @250mm

Color Temp. 5600K or 3200K

CRI >95

TLCI >95

Dimming Range 0-100%

Control Signal DMX 512

DMX Channel 2

LED Life Approx. 30,000 Hrs

Stirrup @28mm (1-1/8 in.) Spigot

Class / IP Rating

1/1P23

Max. Surface Temp. 60°C

Max. Ambient Temp. 35°C
Operating Range +45° ~ 0° ~ -45°
Weight (Lamphead) 15.0kg

DIMENSIONS (mm)

716

497

90¥

687

PHOTOMETRIC DATA

=

LFD 500 5600K

Spot  Lux
15° Beam @
Flood Lux
55° Beam @

LFT 500 3200K

Spot  Lux
15° Beam @
Flood Lux
55° Beam @

380 420 460 500 540

5600K

3m Sm

27747 9989
0.79m  1.32m

7487 2695
3.12m  52Im
22903 8245
0.79m 1.32m

7551 2718
3.12m  52Im
SPECTRUM

0 700 740 780

HISTOGRAM

m

5096
1.84m

1375
7.29m

4207
1.84m

1387
7.29m

3200K

9m

3083
2.37m

832
9.37m

2545
2.37m

839
9.37m

riLMCEAR

660 700 740 780

22
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LED SPOT

(Bi-Color 2700K-6000K)

LAMPHEAD CONTENTS

= | amp Housing

= 4-leaf Rotatable Barndoor
with Safety Wire
= Sfirrup with @28mm Spigot

= AC Cable
® DC Cable

PHOTOMETRIC DATA

5600K

Spot Lux
15° Beam @

Flood Lux
55°  Beam @

3200K

Spot Lux
15° Beam @

Flood Lux
55°  Beam @

3m

4728
0.79m

1313
3.12m

3970
0.79m

1093
3.12m

LFB 90

Sm

1702
1.32m

473
5.21m

1429
1.32m

393
5.21m

m

868
1.84m

241
7.29m

729
1.84m

201
7.29m

LFB 90

LOOO9YLFB
( Bi-Color)

9m

525
2.37Tm

146
9.37m

441
2.37m

121
9.37m

=

5600K

Spot  Lux
15 Beam @

Flood Lux
55° Beam @

3200K

Spot  Lux
15 Beam @

Flood Lux
55° Beam @

LFB 150
3m 5Sm
11433 4116
0.79m 1.32m
2333 840
3.12m 521m
8653 3115
0.79m 1.32m
1913 689
3.12m 521m

LFB 150

LOO15LFB
(Bi-Color) ‘B

7m

2100
1.84m

429
7.29m

1589
1.84m

351
7.29m

9m

1270
2.37Tm

259
9.37m

961
2.37Tm

213
9.37m

LFB 300

LOO30LFB
( Bi-Color)

x

5600K

Spot Lux
15 Beam @

Flood Lux
55°  Beam @

3200K

Spot Lux
15 Beam @

Flood Lux
55 Beam @

1

|

LFB 300
3m Sm

25319 9115
0.79m 1.32m
4864 1751
3.12m 5.21m
19172 6902
0.79m 1.32m
3581 1289
3.12m 521m

m

4651
1.84m

893
7.29m

3521
1.84m

858
7.29m

9m

2813
2.37Tm

540
9.37m

2130
2.37Tm

398
9.37Tm



SPECIFICATIONS

DIMENSIONS (mm)

LED SPOT LFB 300 LFB 150 LFB 90
= |dentity No. LOO30LFB LOO15LFB LOOOSLFB
A
= Max. Capacity 300W 150W 20W & c
U
u Volfoge 95-260V AC, 50Hz / 60Hz 95-260V AC,
29-36V DC 50Hz / 60Hz .
u Current 1.4A @220V AC | 0.7A @220V AC | 0.4A @220V AC
12.5A @24V DC 6.2A @24V DC
® Fresnel Lens @250 mm @175 mm @130 mm
= Color Temp. Adjustable 2700K - 6000K
= CRI >95
= TLCI >95
= Dimming Range 0-100%
u  Control Signal DMX 512
s DMX Channel 2 F
m LED Life Approx. 30,000 Hrs
u Stirup @28mm Spigot @16mm Socket LFB 300 LFB 150 LFB 90
u Class / IP Rating 1/1P23 A 646 568 430
= Max. Surface Temp. 60°C B 429 328 255
C 357 308 261
= Max. Ambient Temp. 35°C
D 280 218 192
= Operating Range +45° ~ 0° ~ -45° E 444 394 266
1 Weight (Lamphead) 12.0 kg 5.0kg 3.0kg F 358 312 221

riLMCEAR

SPECTRUM

5600K

3200K

HISTOGRAM

24
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LED PROFILE ZOOM

(Bi-Color 2700K-6000K)

LAMPHEAD CONTENTS

Lamp Housing

Barrel

Stirrup with @28mm (1-1/8in.) Spigot
Set of 4 Cutters

Power Cable

ACCESSORIES - 25°
S

= Hook Clamp S 5

m s

= Gobo Adapter g

= Safety Cable (for lamphead) S e

5600K

PZB 300
16°- 28°

L301628PZB

3200K

PZB 300
25°- 50°

L302550PZB

Lux
Beam @
Lux
Beam @

Lux
Beam @
Lux
Beam @

Lux
Beam @
Lux
Beam @

Lux
Beam @
Lux
Beam @

5m

3206
2.22m
1059
4.66m
2365
2.22m

780
4.66m

m

3594
1.97m
1352
3.49m
2582
1.97m
967
3.49m

PZB 300 25°- 50°

6m

2226
2.66m
735
5.60m
1642
2.66m
542
5.60m

PZB 300 16°- 28°

9m

2200
2.53m
807
4.49m
1593
2.53m

577
4.49m

m

1688
3.10m
549
6.53m
1248
3.10m

411
6.53m

10m

1718
2.81m
653
4.99m
1223
2.81m
469
4.99m



LED PROFILE

(Bi-Color 2700K-6000K)

PAB 300 19°

L300019PAB

PAB 300 19°
m 9m 10m
190 Lux 2923 1768 1432
Beam @ 2.34m 30Im 3.35m
3200K
190 Lux 1996 1207 978
Beam @ 2.34m 3.0Im 3.35m

riLMCEAR

PAB 300 26°

L300026PAB

PAB 300 26°
m om 10m
o0 Lux 1447 876 709
Beam @ 3.23m 4.16m 4.62m
3200K
o0 Lux 976 590 478
Beam @ 3.23m 4.16m 4.62m

26



PAB 300 34°

L300036PAB LED PROF"-E
PAB 300 34° (Bi-COlOl' 2700’('6000’()
5m 6m m
5600K DIMENSIONS
36° Lux 1057 1047 769
Beam @ 3.25m 3.90m 4.55m
3200K B
360 Lux 1060 736 541
Beam @ 3.25m 3.90m 4.55m

A
PAB 300 50°
L300050PAB
PAB 300 50°
5m ém m
5600K
o Lux 888 617 453
Beam @ 4.66m 5.60m 6.53m
3200K
% g0 Lux 610 424 3l
Beam @ 4.66m 5.60m

6.53m




SPECIFICATIONS
PZB 300 PZB 300 PAB 300 PAB 300 PAB 300 PAB 300
25°- 50° 16°- 28° 50° 36° 26° 19°
Identity No. L302550P7B L301628P1B L300050PAB L300036PAB L300026PAB L300019PAB
Max. Capacity 300W
Voltage 95-260V AC 50Hz / 60Hz 22-36V DC
Current 1.4A @ 220V AC 12.5A @24V DC
Color Temp. Adjustable 2700K - 6000K
CRI >95
TLCI >95
Beam Angle 25° - 50° 16°-28° 50° 36° 26° 19°
Dimming 0-100%
Control Signal DMX 512
DMX Channel 2
LED Life Approx. 30,000 Hrs
Stirrup @28mm (1-1/81in.) Spigot
Class / IP Rating 1/1P 23
Max. Surface Temp. 60°C
Max. Ambient Temp. 35°C
Operation Range +45° ~ 0° ~ -45°
Weight (with Barrel) 12.0 kg 13.0kg 12.0kg 12.5kg 13.0kg 13.5kg
Weight (Lamphead) 8.5kg 8.5kg 8.5kg 8.5kg 8.5kg 8.5kg
Dimensions (mm) | A 646 646 646 646 646 646
682 782 611 723 779 821
C 378 378 378 378 378 378

riLMCEAR

SPECTRUM

A
04
0.0
380 420 460 500 540 580 620 660 700 740 780

5600K

0.0 .
380 420 460 500 540 580 620 660 700 740 78

3200K

HISTOGRAM
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LED COLOR TUBE




TUBE SPECIFICATIONS

LTC 50 LTC 25
Identity No. X0148LTC X0124LTC
Max. Capacity 50W 25W
Color Temp. Adjustable 2700K - 10000K Adjustable 2700K - 10000K
Color R/G/B/W/CW Colormixing | R/G/B/W/CW Color mixing
CRI >95 >95
TLCI >95 >95
Dimming Range 0-100% 0-100%
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs
Max. Surface Temp. 60°C 60°C
Max. Ambient Temp. 45°C 45°C
Weight 640 g 340 g
Dimension (mm) A 1200 600
B 42.5 42.5
POWER SUPPLY
Input Voltage 95-260V AC 95-260V AC
Input Current 0.2A @220V AC 0.1A @220V AC
INTERNAL BATTERY
Input 2 hours, DC 12V - 2A 2 hours, DC 12V - 2A
Capacity 6000mAH 3000mAH
Battery Running Time 1.5 hours 1.5 hours
PHOTOMETRIC DATA
LTC 50 m 1.5m 2m LTC 25 Tm
5600K Lux 1053 606 259 5600K Lux 576
3200K  Lux 970 548 240 3200K Lux 497

1.5m

321
288

DIMENSIONS

135
128

riLMCEAR

SPECTRUM

700 740 780

5600K

0.4

0.2

380 420 460 500 540 580 620 660 700 740 780

3200K

HISTOGRAM

Ra=96 Re=94
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LED CCT TUBE

31

(Bi-Color 2700K-6000K)

LTB 50

X0148LTB

LTB 25

X0124LTB

\\‘r 7 3 i}r 7 | > ‘.'.‘.\

Power Supply & Mounting Bracket / Adapter
AC Cable

Tube Holder

Control Panel



TUBE SPECIFICATIONS

LTB 50 LTB 25

Identity No. X0148LTB X0124LTB
Max. Capacity 50W 25W
Color Temp. Adjustable 2700K - 6000K Adjustable 2700K - 6000K
CRI >95 >95
TLCI >95 >95
Dimming Range 0-100% 0-100%
LED Life Approx. 30,000 Hrs Approx. 30,000 Hrs
Max. Surface Temp. 60°C 60 °C
Max. Ambient Temp. 45°C 45°C
Weight 640 g 340 g
Dimension (mm) A 1200 600

B 42.5 42.5
POWER SUPPLY
Input Voltage 95-260V AC 95-260V AC
Input Current 0.2A @220V AC 0.1A @220V AC
INTERNAL BATTERY
Input 2 hours, DC 12V - 2A 2 hours, DC 12V - 2A
Capacity 46000mAH 3000mAH
Battery Running Time 1.5 hours 1.5 hours

PHOTOMETRIC DATA
LTB 50 'm  15m om LTB 25 Im  15m
5600K Lux 1260 730 310 5600K  Lux 690 385
3200K Lux 1159 650 285 3200K  Lux 596 345

DIMENSIONS
|
A
||
B

160
153

SPECTRUM

380 420 460 500 540 580 620 660 700 740

3200K

HISTOGRAM

riLMCEAR

780

32
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PHOTOMETRIC DATA

FI18k
15m 20m 30m
18kW
Spot  Lux 50618 32490 14440
15° Beam@ 39m 53m 79m
Flood  Lux 9476 3365 1495
50° Beam @ 140m 187m 280m
Fuk
5m
4kW
Spot  Lux 80333
154° Beam @ 1.35m
Flood Lux 11633
63.6° Beam@ 62m

10m

20083
27m

2908
12.4m

=

55
};/’/m »,

Fiek
15m 20m 30m
12kW
Spot  Lux 33745 21660 9626
15° Beam@ 39m 53m 79m
Flood Lux 6317 2243 996
50° Beam@ 140m 187m 280m
15m
1800W
8926 Spot  Lux 19000
4.06m 17.1° Beam@ 1.80m
1293 Flood  Lux 5000
18.6m 73.7° Beam@  9.00m

DAYLIGHT PAR

~ FACETED &>

F9k F6k
10m 20m 30m 10m
kW 12kW
Spot  Lux 51783 12946 5754 Spot  Lux 31069
15° Beam@ 2.43m 527m 79m 15°  Beam@ 2.6m
Flood  Lux 7775 1944 864 Flood  Lux 5183
54° Beam @ 10.19m 20.38m 30.57 m 54°  Beam @
FB00
om 12m bm 9m 12m
800w
9000 5000 Spot  Lux 9369 4284 2476
257m 3.47m 158° Beam@ 1.66m 249m 3.32m
2600 1500 Flood Lux 856 390 215
13.50m 18.00m 84.8° Beam@ 1096m 16.44m 21.92m

20m

8630
52m

1296

30m

3835
79m

576

1019 m 2038 m 30.57 m



SPECIFICATIONS

riLMCEAR

F18k F12k F9k Fék F4k F1.8k F800

Identity No. L18000FP L12000FP LO9000FP L06000FP L04000FP LO1800FP LOOBOOFP
Capacity 18,000W 12,000W 9,000W 6,000W 4,000W 1,800W 800W
Lamp Bulb Voltage 200V 160V 160V 125V 200V 140V 95V
UV Protective Lens @645mm @500 mm @500mm @420mm @335 mm @265 mm ©208mm
Lamp Type HMI 18000W/SE HMI 12000W/SE HMI 9000W/SE HMI 6000W/SE HMI 4000W/SE HMI1800W/SE CSR 800W SE/HR
Color Temp. 5600K 5600K 5600K 5600K 5600K 5600K 5600K
Lamp Holder GX51 GX38 GX38 GX38 G38 G38 G22
Stirrup @28mm Spigot @28mm Spigot @28mm Spigot @28mm Spigot @28mm Spigot @28mm Spigot @28mm Spigot
Class / IP Rating 1/1P23 1/1P23 1/1P23 1/1P23 1/1P23 1/1P23 1/1P23
Max. Surface Temp. 260°C 220°C 220°C 190 °C 190°C 160 °C 150 °C
Max. Ambient Temp. 45°C 45°C 45°C 45°C 45°C 45°C 45°C
Operating Range +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45°
Weight (Lamphead) 66.0 kg 38.0kg 35.0kg 32.0kg 19.0kg 12.0kg 6.7 kg
Weight (with bamndoor) 72.0kg 43.0kg 40.0 kg 36.0 kg 22.0 kg 14.0kg 8.0 kg
Dimensions (mm) : | A 1333 1083 1028 1014 814 712 658

B 1047 788 675 675 555 413 352

C 843 674 662 610 485 427 363

D 691 593 593 516 411 326 287

E 876 728 678 686 548 477 444

F 780 712 712 635 509 393 381
LAMPHEAD CONTENTS ACCESSORIES DIMENSIONS
® | amp Housing without Bulb # Electronic Ballast V3 D
® 4-leaf Rotatable Barndoor with Safety Wire Lamphead to Ballast Cable 8
= |V Profective Lens 4-leaf Rotatable Barndoor £
= |nlet Cable with Multi-Pin Connector Set of 4 Scrims : Full Single, Full Double, Half Single, Half Double A
u Scrim Bag C

Stirup with @28mm Spigot
# Requires Electronic Ballast, Lamphead Safety Cable (for lamphead)

to Ballast Cable and Lamp Bulb Safety Wire (for barndoor)

Spill Ring



Daylight Par

4kW/2.5kW

DAYLIGHT
PAR

Daylight Par V4

LAMPHEAD CONTENTS
= | amp Housing without Bulb #

®  4-leaf Rotatable Barndoor
with Safety Wire

= Profective Lens

Daylight Par

12000W

m Set of 5 Par Lenses with Lens Case
= Inlet Cable with Multi-Pin Connector
= Sfirrup with @28mm Spigot / @16mm Socket

# Requires Electronic Ballast, Lamphead to Ballast Cable and Lamp Bulb




riLMCEAR

Daylight Par

575W

Daylight Par

400W Mini

Daylight Par

1.8kW/1.2kW

Daylight Par

200W Mini

. Daylight Par
.\ 200W
Daylight Par 2500w

Daylighiklr’ar 800W

36



DAYLIGHT PAR

PHOTOMETRIC DATA

Daylight Par Daylight Par Daylight Par
20m 0m “om 15m 20m 25m 3 8m 12m 1ém
Spot (%°) Lux 41410 18404 10353 Spot (&) Lux 49491 27839 17817 0ol ) Beé?wj@ ]5%]% 12?;\21 ;gisy?n
eam@  315m 472m 630m Beam@  210m 280m 350m ’ ) ’
. Medium Flood L 22926 10189 5732
Medim flood - Lux 14266 el 367 Medium Flood  Lux 18966 10669 6828 TN B0 L4Di22m  200v4Zm 2601 Aédm
(10°x 209 Beam@ 350x7.05m  525x1058m  7.00x1411m (1°x20  Beam@ 262x529m  350x7.05m  437x882m
N Wide Flood Lux 7950 3533 1987
Wide flood  Lux 4 054 115 Wide flood Lux 7238 4071 2606 (x4 Bem@  282x630m  423x%.45m  5é4x1261m
(20°x40°)  Beam@ 7.05x1446m  10.58x21.84m 14.11x29.12m (20°x40°)  Beam@ 529x1092m  7.05x1446m  882x18.20m
" Super Wide Lux 4103 1824 1026
Super Wide  Lux %2 1122 &l SuperWide  Lux 3860 2172 13% Hood (3 Beam®  504m 757m 1009m
Flood (42) ~ Beam@  1535m 2303m 3071 m Flood (42%)  Beom @ 11.52m 1535m 19.19m
Frosted S L 2718 1208 680
Frosted Super  Lux 2200 978 550 Frosted Super  Lux 213 1301 833 Hood (37 Beam@  53m a03m o
Food (36°)  Beam @ 1300 m 19.50m 2600m Flood (3¢°)  Beam @ 9.75m 1300m 16.25m
[ Daylight Par 4kW/2.5kW Daylight Par 1.8kW/1.2kW
4000w 25000 1800w 12000
10m 15m 20m 10m 15m 20m 6m 9m 12m ém 9m 12m
=3
Spot (&) Lux 57318 25474 14329 Spot (&) Lux 54288 24128 13572 Spot (8.5°) Lux 53400 23730 13350 Spot (&) Lux 46151 20512 11538
eam @ L40m 210m 208m eam 1.40m 210m 280m Beam @ 0.89m 1.38m 1.78m Beam @ 084m 1.26m 1.68m
Medium Flood  Lux 22574 10033 5643 Medium Flood  Lux 17827 7923 4457 Medium Flood Lux 36000 16000 9000 Medium Flood Lux 17885 7949 4471
(10°x20°)  Beam @ 1.75x3.53m  262x529m 3.50x7.05m (10°x20°)  Beam @ 1.75x353m 262x5.29m 3.50x7.05m (°x18) Beam @ 0.94x1.90m 1.42x285m 1.89x380m 10°x20°) Beam @ 1.05x212m 1.57x3.17m 210x4.23m
Wide Flood Lux 7838 3479 1957 Wide Flood Lux 3384 1504 846 Wide Flood Lux 10000 4440 2500 Wide Flood Lux 5513 2450 1378
(20°x45)  Beam@ 353x828m  529x12.43m 7.05x 1656 m (20°x40°)  Beam @ 3.53x7.28m 529x1092m 7.05x 14.46m (18°x 42°) Beam @ 1.90x4.60m 285x691m 380x9.21m (20°x45°) Beam@ 2.12x497m 317x7.4ém 4.23x9.94m
Super Wide Lux 4040 1976 1010 Super Wide Lux 2677 1190 669 Super Wide Lux 4200 1870 1030 Super Wide Lux 3066 1363 767
Flood (40°) Beam@  7.28m 1092m 1446m Flood (30°)  Beam @ 5.36m 804m 10.72m Flood (38°) Beam @ 413m 620m 8.27m Flood (40°) Beam @ 437m 6.55m 874m
Frosted Super  Lux 2677 1190 669 Frosted Super  Lux 1326 589 332 Frosted Super Lux 2500 110 630 Frosted Super Lux 2281 1018 570
Food (36°) Beam@  4.50m 9.75m 1300m Flood [35°)  Beam @ 631m 9.46m 1261'm Flood (37°) Beam @ 402m 602m 803m Flood (38°) Beam @ 413m 620m 827m
Daylight Par 800W Daylight Par 575W Daylight Par 400W Mini Daylight Par 200W Daylight Par 200W Mini
ém m 12m 3m Sm 7m 3m Sm m !"g m 4m ém 2m 4m ém
Spot (89 Lux 30768 13674 7692 Spot (%) Lux 83636 30098 15356 Spot (%) Lux 50182 18059 9214 Spot (%) Lux 68175 17044 7575 Spot (%) Lux 41587 10397 4621
Beam @ 0.84m 1.26m 1.68m Beam © 047m 0.79m 110m Beam @ 0.47m 0.79m L1om Beam @ 03Im 0.63m 094m Beam @ 03Im 0.63m 0.94m
Medium Flood  Lux 11924 5299 2981 Medium Food  Lux 33947 12221 6235 Medium Flood ~ Lux 20368 7333 3741 Medium Flood  Lux 2315 739 3257 Medium Flood  Lux 17882 4471 1987
(10°x20°) Beam@ 1.05x2.12m 1.57x3.17m 210x4.23m (10°x20°) Beam®@ 0.52x1.06m 087x1.76m 1.22x 247 m (10°x20°) Beam @ 0.52x1.06m 0.87x1.76m 1.22x2.47 m (10°x20°)  Beam @ 0.35x071m 070x1.41m 1.05x212m (10°x19°)  Beam @ 0.35x0.67m 070x1.34m 1.05x 201 m
Wide Flood  Lux 3675 1633 919 Wide Flood  Lux 9516 3426 1748 Wide Flood  Lux 5710 2056 1049 Wide Flood ~ Lux 11953 2988 1328 Wide Flood ~ Lux 7291 1823 810
(20°x45°) Beam@ 216x497m 317x7.46m 423x9.94m (20°x45°) Beam @ 1.06x249m 1.76x4.14m 247x580m (20°x42°) Beam @ 1.06x230m 176x384m 247x537m (20°x40°) Beam@ 071x1.46m 1.41x291m 212x437m (20°x38°) Beam@ 0.71x1.38m 1.41x275m 212x413m
Super Wide  Lux 2044 909 511 Super Wide  Lux 7272 2618 1336 SuperWide  Lux 4363 1571 802 Super Wide  Lux 6363 1591 707 SuperWide  Lux 3881 970 431
Flood (40°) Beam@  437m 6.55m 874m Flood (40°) Beam @ 218m 3.64m 510m Flood (40°) Beam@ 218 364m 510m Flood (40°) Beam @ 1.46m 291m 437m Flood (3¢°)  Beam @ 1.30m 260m 390m
3 7 Frosted Super  Lux 1521 676 380 Frosted Super  Lux 5331 1919 979 rosted Super  Lux 3199 1181 587 Frosted Super  Lux 5090 1273 566 Frosted Super ~ Lux 3105 776 345
Flood (37°) Beam@  402m 602m 803m Flood (35°) Beam @ 1.89m 315m 441m Flood (34°) Beam @ 1.83m 306m 4.28m Flood (32°) Beam @ 115m 229m 344m Flood (30°)  Beam @ 1.07m 214m 32m



DAYLIGHT PAR

SPECIFICATIONS

riLMCEAR

Daylight Par 12000W 6000W 4kW/2.5kW 2500W 1.8kW/1.2kW 800W 575W 400W Mini 200W 200W Mini
Identity No. L12000DP LO6000DP L04025DP L02500DP L01812DP LO0800DP L00575DP L00400DM L00200DP L00200DM
Capacity 12,000W 6,000W 4kW / 2.5kW 2,500W 1.8kW / 1.2kW 800W 575W 400W 200W 200W
Lamp Bulb Voltage 160V 125V 200V / 115V 115V 140V / 100V 95V 95V 70V 70V 70V
Protective Lens @500mm @420mm @335mm @265mm @265mm 2208mm @175mm @130mm @130mm @112mm
Par Lens @500mm @420mm @300mm @250mm @250mm @250mm @175mm @130mm @130mm @112mm
Lamp Type HMI 12000W HMI 6000W HMI 4000W SE HMI 2500W HMI 1800W SE CSR 800W HMI 575W HMI 400W HMI 200W HMI200W

SE SE HMI 2500W SE SE HMI 1200W SE SE/HR SE SE SE SE
Color Temp. 5600K
Lamp Holder GX38 G38 G22 GI19.5 GIY9.5
Stirrup @28mm Spigot @16mm Socket
Class / IP Rating 1/1P23
Max. Surface Temp. 220°C 190 °C 190°C 160 °C 160 °C 170°C 160 °C 170°C 190°C 170°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C
Min. Distance to lluminated Obj. 15m 12m 10m 8m 6m ém 5m 3m 2m 2m
Min. Distance o Hammable Obj. 2m 1.5m Tm Im Im 0.5m 0.5m 0.5m 0.5m 0.5m
Operating Range +30°~0°~-30° | +38° ~ 0° ~ -38° +45° ~ 0° ~ -45°
Weight (Lamphead) 50.7 kg 30.3kg 19.6 kg 12.7 kg 12.7 kg 69 kg 5.2kg 3.0 kg 32kg 1.4kg
(with barndoor) 56.3 kg 35.3 kg 22.1 kg 14.4 kg 14.4 kg 7.8 kg 5.8kg 3.3kg 3.7 kg 1.7 kg

Dimensions : A 1127 992 823 728 728 620 390 322 322 300
(mm) B 832 640 545 490 490 405 315 263 263 232

C 743 618 498 420 420 330 269 196 196 180

D 778 546 427 344 344 275 237 202 202 143

E 765 646 554 493 493 430 268 227 227 206

F 790 685 522 435 435 390 330 195 195 163

DIMENSIONS ACCESSORIES
ﬂ = Electronic Ballast V3 Set of 4 Scrims
= Lamphead to Ballast Cable Scrim Bag
A i ®  DC Cable (for below 800W Par) Safety Cable (for lamphead)
‘ ! = 4leaf Rotatable Bamdoor Safety Wire (for barndoor)
=1 = Set of 5 Par Lenses with Lens Case
B F
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Daylight Boxer

Daylight Boxer

400W

Daylight Boxer

200w

DAYLIGHT

BOXER

LAMPHEAD CONTENTS

Lamp Housing without Bulb #

4-leaf Rotatable Barndoor with Safety Wire
Set of 5 Par Lenses with Lens Case

Inlet Cable with Multi-Pin Connector
Stirup with @16mm (5/8in.) Socket

Glass Beaker

Reflector

# Requires Electronic Ballast, Lamphead fo Ballast Cable
and Lamp Bulb

PHOTOMETRIC DATA

e

Spot
(8°)

Medium Flood
(10°x 20°)

Wide Flood
(20° x 45°%)

Super Wide
Flood (40°)

Frosted Super
Flood (379)

Daylight Boxer 800W
ém 9m 12m

Lux 58748 26110 14687
Beam @ 0.84m 126m 1.68m
Lux 8838 3928 2209
Beam @ 1.05x2.12m 1.57x3.177m 2.10x423m
Lux 5081 2258 1270
Beam @ 2.16x497m 3.17x7.46m 423x994m
Lux 1843 819 461
Beam @ 437 m 6.55m 874m
Lux 1089 484 272
Beam @ 402m 6.02m 8.03m

e

Spot
(9°)

Medium Flood
(10°x20°)

Wide Flood
(20°x 429)

Super Wide
Flood (40°)

Frosted Super
Flood (34°)

Daylight Boxer 400W Daylight Boxer 200W
3m 5m 7m [ﬂ@ 2m 4m ém

Lux 173271 62378 31825 Spot  Lux 149430 37358 16603
Beam @ 0.47 m 079 m 1.10m (99 Beam @ 0.31m 0.63m 094m
Lux 17058 6141 3133 Medium Flood  Lux 24443 6111 2716
Beam @ 0.52x1.06m 087x176m 1.22x247m (10°x20°)  Beam@ 0.35x071m 070x1.41m 1.05x2.12m
Lux 4982 1794 915 Wide Flood  Lux 7625 1906 847
Beam @ 1.06x230m 176x384m 2.47x537m (20°x40°)  Beam@ 071x14é6m 1.41x291m 212x4.37m
Lux 2110 760 388 Super Wide  Lux 2955 739 328
Beam @ 2.18m 3.64m 510m Flood (40°)  Beam @ 1.46m 291m 437 m
Lux 1616 582 297 Frosted Super  Lux 2273 568 253
Beam @ 1.83m 306m 428 m Flood (32°)  Beam @ 1.15m 229 m 344m
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ACCESSORY CONFIGURATION

Daylight Boxer with Reflecter

Reflecter

Daylight Boxer with Softbox

SPECIFICATIONS
800W 400W 200W

Identity No. LO0B00BX L00400BX L00200BX
Capacity 800W 400W 200W
Lamp Bulb Voltage 9.3A/ 95V AC 6.3A / 70V AC 3.1A/70V AC
Par Lens @175mm (6-7/8in.) @130mm (5-1/8in.) @112mm (4-3/8in.)
Lamp Type HMI 800W SE HMI 400W SE HMI 200W SE
Color Temp. 5600K 5600K 5600K
Lamp Holder G22 GI19.5 GIY9.5
Stirrup @16mm (5/8in.) Socket @16mm (5/8in.) Socket @16mm (5/8 in.) Socket
Class / IP Rating 1/1P20 1/1P20 1/1P20
Max. Surface Temp. 170°C 170°C 170°C
Max. Ambient Temp. 45°C 45°C 45°C
Min. Distance to lluminated Obj. 6 m 3m 2m
Min. Distance to Flammable Obj. 0.5 m 0.5m 0.5m
Operating Range +45° ~ 0° ~ -45° +45°~0° ~ -45° +45° ~ 0° ~ -45°
Weight {Lamphead) 2.5kg 1.3kg 1.2kg
Dimensions (mm) : A 302 262 221

B 320 265 208

C 221 182 151

D 22 181 148

E 187 92 8l

’ ‘ F 150 116 116
ACCESSORIES

Electronic Ballast V3

Daylight Boxer with Lantern

=2

T-ring

S 4

Lantern

Daylight Boxer with Barrel

Daylight Boxer
fa 800W
— R

Lamphead to Ballast Cable : 7m (23 ft.) or 15m (49 ft.)
DC Y-Cable (for Boxer 800W) / DC Cable (for Boxer 400W & 200W)
4-leaf Rotatable Barndoor
Set of 5 Par Lenses with Lens Case :
Spot, Medium Flood, Wide Flood, Super Wide Flood, Frosted Super Flood
Class Beaker
T-Ring
Softbox
Lantern
Barrel Adapter
Barrel Reflector
Safety Cable (for lamphead)
Safety Wire (for barndoor)

Ve

Barrel
Adapter Barrel Reflector
Daylight Boxer
- G 400W
£ o,
S )
T Ty
g -
Barrel Lamp Base )
Adapter Adapter ==
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DAYLIGHT

FRESNEL
TWIN POWER

B

9000W
Lux (6°)

$Pot Beam ]
Lux (65°)

ood Beam @

@

4000W

Lux (6°)
O Beam ]

Fl

Sp:

Lux (64°)
Flood Beam @

i

1800W

Lux (5°)
Spot Beam @
Lux (52°)

Flood Beam @

94000
0.84m

6000
10.19 m

5m

75144

0.52m

6961
625m

3m

90000

026 m

1200
293m

PHOTOMETRIC DATA

i

6000W

33000
1.47m

2000
17.84m

10m

18786

1.05m

1740
12.50 m

6m

20000

0.52m

3200
585m

17000
2.10m

1080
25.48m

15m

8349

1.57m

773
18.75m

9m

9000

0.79m

1500
8.78m

Spot

Flood

Lux (6°)
Beam @

Lux (65°)
Beam @

i

2500W

Spot

Flood

Lux (6°)
Beam @

Lux (64°)
Beam @

i

1200W

Spot

Flood

Lux (5°)
Beam @

Lux (52°)
Beam @

59653
0.84m

4498
10.19 m

Sm

54000
0.52m

4500
625m

3m

102403

026 m

7799
293m

14m 20m
19479 9545
1.47m 210m
1469 720
17.84m 2548 m
10m 15m
14000 6300
1.05m 1.57m
1100 520
12.50m 18.75m
ém om
25601 11378
052m 0.79m
1950 867
585m 8.78m

Daylight Fresnel “
9kW/6kW SE

Daylight Fresnel
4kW/2.5kW SE

Daylight Fresnel
1.8kW/1.2kW SE



Daylight Fresnel 4 — -
18kW / 12kW DE riLMCeAR

Daylight Fresnel
12000W SE

Daylight Fresnel
6000W SE

DAYLIGHT
FRESNEL

LAMPHEAD CONTENTS

B | amp Housing without Bulb #

B 4leaf Rotatable Barndoor with Safety Wire
B Fresnel Lens

® |nlet Cable with Multi-Pin Connector

B Stirrup with @28mm Spigot / @16mm Socket

# Requires Electronic Ballast, Lamphead to Ballast Cable and Lamp Bulb

Daylight Fresnl
4000W SE

Daylghi Fresnel
1200W SE

Daylight Fresnel 575W SE
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18000W

15m 25m 35m

43273 15578 7948
Beam @ 2.10m 350m  489m

Flood (50°)
Lux 5746 2068 1055
Beam @ 13.99m 23.32m  32.64m

Daylight Fresnel 6000W SE

8m 14m 20m
Spot (6°)
Lux 59653 19479 9545
Beam @ 084m 147m 210m
Flood (65°)
Lux 4498 1469 720

Beam @ 10.19m 17.84m 2548 m

Daylight Fresnel 1200W SE

3m ém om
Spot (59
Lux 102403 25601 11378
Beam @ 026m 052m 079m
Flood (52°)
Lux 7799 1950 867
Beam @ 293m  585m 878m

DAYLIGHT FRESNEL

PHOTOMETRIC DATA

Daylight Fresnel 18kW / 12kW DE

12000W

15m 25m 35m

Spot (8°)

Lux 36629 13187 6728
Beam @ 210m  3.50m 489m
Flood (50°)

Lux 3412 1228 627
Beam @ 1399m  23.32m  32.64m

Daylight Fresnel 4000W SE

5m 10m 15m
Spot (6°)
Lux 75144 18786 8349
Beam @ 052m 1.05m 1.57m
Flood (64°)
Lux 6961 1740 773
Beam @ 625m 1250m 18.75m

Daylight Fresnel 575W SE

2m 5m 8m
Spot (6°)
Lux 68806 11009 4300
Beam @ 021m 052m 0.84m
Flood (55°)
Lux 7020 1123 439

Beam @ 208m 521m 833m

Daylight Fresnel 12000W SE

15m 25m 35m

Spot (6°)

Lux 39727 14302 7297
Beam @ 1.57m  262m 3.7 m
Flood (54°)

Lux 2397 863 440

Beam@  1529m  2548m 3567 m

Daylight Fresnel 2500W SE

4m 8m 12m
Spot (7°)
Lux 106366 26591 11818
Beam @ 049m 098m 1.47m
Flood (60°)
Lux 8099 2025 900

Beam @ 462m  924m 13.86m

Daylight Fresnel 200W SE

2m 5m 8m
Spot (7°)
Lux 24770 3963 1548
Beam @ 0.24m 0.61Tm 0.98m
Flood (52°)
Lux 2929 469 183
Beam @ 1.95m  488m 7.80m



DAYLIGHT

FRESNEL

riLMCEAR

SPECIFICATIONS
SRR ! TWIN POWER 18KW/12kW
ayli resnel
ylig 9KW /6K SE | 4KW/2,5KW SE[1.8KW/1.2W SE DE 12000W SE | 6000W SE | 4000W SE 2500W SE 1200W SE 575W SE 200W SE
|dentity No. 109060DS 104025DS 101812DS 118012DD 112000DS L06000DS 104000DS 102500DS 101200DS L00575DS 100200DS
Capacity kW / 6kW AKW/2.5KW | T.8KW/T.2KW | 18KW / 12kW 12,000W 6,000W 4,000W 2,500W 1,200W 575W 200W
Lamp Bulb Voltage 160V / 125V 200V/115V 140V / 100V 225V [ 160V 160V 125V 200V 115V 100V 95v 70V
Fresnel Lens @450mm @300mm @175mm 2625mm @500mm @450mm @300mm @250mm @175mm @130mm @112mm
Lamp Type CSR-9000/SE/HR, | MSR 4000HR, [ CSR 1800/SE/HR, [HMI 18000W/DE,| MSR 12000HR | MSR 6000HR, | MSR 4000HR, | MSR 2500HR, | MSRI200HR, | HMIS75W SE | HMI200W SE
HMI9000W/SE, | HMI 4000W/SE, | HMI 1800W/SE, [HMI 12000W/DE|HMI 12000W/SE | HMI 6000W/SE | HMI 4000W/SE | HMI 2500W/SE | HMI 1200W/SE
MSR 6000HR, | MSR 2500HR, | MSR 1200HR,
HMI 6000W/SE | HMI 2500W/SE | HMI1200W/SE
Color Temp 5600K
Lamp Holder GX38 G38 Double-Ended GX38 G38 G22 GIY9.5
Spring loaded
Stirrup @28mm Spigot @16mm Socket
Class / IP Rating 1/1P23 1/1P20 1/1P23
Max. Surface Temp. 220°C/200°C[160°C /150 °C|180°C/ 170°C 230°C 200°C 200°C 170°C 160°C 180°C 160 °C 190°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C
Min. Distance to lluminated Obj. | 15m/12m 10m/8m 6m 15m 15m 12m 10m 8m 6m 5m 2m
Min. Distance fo Flammable Obj. 15m 12m/1m 0.5m 2m 2m 1.5m 12m Tm 05m 0.5m 0.5m
Operating Range +45°~0° ~ -45° +30°~ 0° ~ -30°| +38° ~ 0° ~ -38° +45° ~ 0° ~ -45°
Weight (Lomphead) 387kg 22.6kg 9.7kg 81.0kg 51.0kg 37.6kg 218kg 17.1kg 9.7kg b.4kg 36kg
(with barndoor) 437kg 25.1kg 107kg 87.8kg 55.5kg 126kg 243kg 18.8kg 107kg 7.0kg 41kg
Dimensions : A 1025 926 714 1343 172 973 937 849 680 547 359
(mm) B 401 473 335 878 695 590 479 380 338 270 208
C 726 583 379 921 785 691 613 496 375 286 205
D 432 535 35 902 830 634 547 453 345 292 237
E 684 580 467 845 790 675 594 533 439 374 239
F 756 622 406 919 850 777 629 541 404 325 227
DIMENSIONS ACCESSORIES
= Electronic Ballast V3 = Set of 4 Scrims
= Lamphead to Ballast Cable = Scrim Bag
A = 4-leaf Rotatable Barndoor = Safety Cable (for lamphead)
==y

Filter Frame (below 9kW/6kW)
DC Cable or DC Y-Cable (below 575W)

= Safety Wire (for barndoor)
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LAMPHEAD CONTENTS

® | amp Housing without Bulb #

m Protective Lens

® |nlet Cable with Multi-Pin Connector
m Stirup with @28mm (1-1/8in.) Spigot

BROAD

# Requires Electronic Ballast,
Lamphead to Ballast Cable,
Barndoor and Lamp Bulb

Daylight Broad
'* > 6000W ,,
) ] =
Daylight Broad L : ||=II|
1.8kW/1.2kW d‘w
Daylight Broad .
575W Daylight Broad
4kW/2.5kW

45



SPECIFICATIONS

riLMCEAR

Daylight Broad 6000W 4kW/2.5kW 1.8kW/1.2kW 575W
Identity No. L046000DB L04025DB L01812DB L00575DB
Capacity 6,000W 4,000W / 2,500W 1,800W / 1,200W 575W
Lamp Bulb Voltage 125V 200V / 115V 140V / 100V 95V
Protective Lens Size 537 x 479 x 2.75 (mm) 399 x 328 x 2.75 (mm) 325x 282 x2.75 (mm) 232 x 197 x 2.75 (mm)
Lamp Type DIS-60H 6000W SE DIS-40H 4000W SE HMI 1800W SE DIS-6H 575W SE
DIS-25H 2500W SE DIS-12H 1200W SE
Color Temp. 5600K 5600K 5600K 5600K
Lamp Holder GX38 G38 G38 G22
Stirup @28mm (1-1/81in.) Spigot @28mm (1-1/8n.) Spigot @28mm (1-1/81in.) Spigot @28mm (1-1/8in.) Spigot
Class / IP Rating 1/1P20 1/1P20 1/1P20 1/1P20
Max. Surface Temp. 190°C 200°C 180°C 130°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C
Min. Distance to llluminated Object 12m 10m é6m S5m
Min. Distance to Flammable Object 1.5m 1.5m Im 0.5m
Operating Range +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45°
Weight (Lamphead) 33.5kg 21.0 kg 16.5kg 10.5kg
Dimensions (mm) : A 1050 830 693 552
B 390 290 260 213
C 800 614 510 425
D 830 625 515 400
E 654 620 528 438
F 650 458 386 282
ACCESSORIES DIMENSIONS
Electronic Ballast V3 b
Lamphead to Ballast Cable : 7m (23 ft.) or 15m (49 it.) :
4-leaf Barndoor
Black Skirt 17
Silk Skirt A
Target Assembly c i
Filter Frame i !ﬂl—ﬂmﬂilﬁﬁ'iﬂml&m@
Safety Cable (for lamphead) d il ‘
Safety Wire (for barndoor) B F
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ELECTRONIC BALLASTV3

18kW/12kW
(220V)

12kW/6kW

9kW/6kW
(220V)

(300Hz)

6000W
(220V)

(300Hz)

4kW/2.5kW

(Multi-Voltage)

(300Hz)

2500W

(Multi-Voltage)

(300Hz)

Identity No. B181PDU3 (300Hz, DMX) B126PDY3 (300Hz, DMX) BO96PDK3 {1000Hz, DMX) BO4OPDK3 (1000Hz, DMX) BO42PDK3 {1000Hz, DMX) BO25PEK3 (1000Hz, DMX)
B181PNU3 (300Hz) B126PNY3 (300Hz) BO96PNK3 (1000Hz) BO4OPNK3 (1000Hz) BO42PNK3 ({1000Hz) BO25PNK3 (1000Hz)
BO96PDU3 (300Hz, DMX) BO4OPDU3 (300Hz, DMX) BO42PDX3 (300Hz, DMX) BO25PEX3 (300Hz, DMX)
BO96PNU3 (300Hz) BOSOPNU3 (300Hz) BO42PNX3 (300Hz) BO25PNX3 (300Hz)
Max. Power 19,300VA 13,200VA 9,800VA 6,600VA 4,400VA 2,750VA
Input Voltage 180 - 250V AC 180- 250V AC @12kW 180 - 250V AC 180- 250V AC 90- 125V AC 90-125V AC
90-125V AC @ékW 180 - 250V AC 180-250V AC
180-250V AC @b6kW
Input Current 107 -77A 73 - 53A 54-39A 37 - 26A 24 - 18A@180 - 250V AC 15- 11A@180 - 250V AC
49 -35A@%90- 125V AC 31-22A@90- 125V AC
Frequency 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz
Output Mode 60Hz (Silent) 60Hz (Silent) 60Hz (Silent) 60Hz (Silent) 60Hz (Silent) 60Hz (Silent)

75Hz (Flicker Free)
300Hz (High Speed)

75Hz (Flicker Free)
300Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

Power Factor 0.99 0.99 0.99 0.99 0.99 0.99
Efficiency 9% 9% 9% 9% 9% 9%
Dimming Control 55% 55% 55% 55% 55% 55%
Fusing 125A 100A 100A 50A 100A 50A
No-load Voltage 360V 360V 360V 360V 360V 360V
Max. Ambient Temp. 45°C 45°C 45°C 50°C 50°C 50°C
Class / IP Rating 1/1P22 1/1P22 1/1P22 1/1P22 1/1P22 1/1P22
Weight 65.0kg 54.0kg 27.8kg 27.8 kg 21.7kg 14.0kg
Dimensions (mm) Width 285 260 285 285 238 183
Depth 530 400 528 528 495 372
Height 560 445 435 435 378 325
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1.8kW/1.2kW/575W

(Multi-Voltage)

(300Hz)

1.2kW/575W

(Multi-Voltage)

(300Hz)

800W/575W

(Multi-Voltage)

(300Hz)

800W/575W
AC/DC

(Multi-Voltage)

400W/200W

(Multi-Voltage)

400W/200W
AC/DC

(Multi-Voltage)

200w

(Multi-Voltage)

200W
AC/DC

(Multi-Voltage)

B518PEK3 (1000Hz, DMX)
B518PNK3 (1000Hz)
B518PEX3 (300Hz, DMX)
B518PNX3 (300Hz)

BO15PEK3 (1000Hz, DMX)
BOT5PNK3 (1000Hz)
BO15PEX3 (300Hz, DMX)
BOT5PNX3 (300Hz)

BOOSPEK3 (1000Hz, DMX)
BOOSPNK3 (1000Hz)
BOOSPEX3 (300Hz, DMX)
BOOSPNX3 (300Hz)

BOOSPET3 (300Hz, DMX)
BOOBPNT3 (300H)

BOO4PNX3 (300Hz)

BOO4PNT3 (300Hz)

BOO2PNX3 (300Hz)

BOO2PNT3 (300Hz)

1,980VA 1,320VA 880VA 880VA 460VA 460VA 230VA 230VA

90-125V AC 90-125V AC 90- 125V AC 90- 250V AC 90- 125V AC 90 - 250V AC 90-125V AC 90-250V AC

180 - 250V AC 180 - 250V AC 180 - 250V AC 22-36VDC 180 - 250V AC 23-35VDC 180 - 250V AC 23-35VDC
11-8A@180 - 250V AC 7-5A@180 - 250V AC 5-4A@180 - 250V AC 9.8-3.5A@QAC 2.5-1.8A@180-250V AC| 5.2- 1.8A@AC 1.3-0.9A@180 - 250V AC| 2.6-0.9A@AC
22-16A@90- 125V AC 15-11A@%0- 125V AC 10-7A@90 - 125V AC 39 - 25.5A@DC 5.2-3.7A@90-125V AC | 20.5- 13.5A@DC 2.6-1.8A@90- 125V AC | 10.5- 6.6A@DC
50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz 50Hz or 60Hz

60Hz (Silent) 60Hz (Silent) 60Hz (Silent) 60Hz (Silent) 300Hz (High Speed) 300Hz (High Speed) 300Hz (High Speed) 300Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

75Hz (Flicker Free)
300 or 1000Hz (High Speed)

90Hz (Flicker Free)
300Hz (High Speed)

098 098 098 098 098 098 098 098
91% 91% 87% 87% 87% 87% 87% 87%
55% 55% 55% 55% 55% 55% 55% 55%
25A 25A 25A 8A 5A

360V 360V 360V 360V 360V 360V 360V 360V
50°C 50°C 50°C 50°C 50°C 50°C 50°C 50°C
1/1P22 1/1P22 1/1P22 1/1P22 1/1P22 1/1P22 1/1P22 1/1P22
9.5kg 7.4kg 7.4kg 7.6kg 25kg 28kg 2.5kg 2.8kg
185 195 195 195 170 170 170 170
370 355 355 355 280 280 280 280
190 195 195 195 100 100 100 100

48



49

TUNGSTEN
FRESNEL

LAMPHEAD CONTENTS

B | amp Housing without Bulb #

= /-leaf Rotatable Barndoor with Safety Wire
= Fresnel Lens

= Panel Switch / In-line Switch *

= |nlet Cable

= Stirup with @28mm Spigot / @16mm Socket

# Requires Lamp Bulb
* No switch for 24kW/20kW only

24kW/12kW
Electronic Dimmer

Capacity 24,000W / 12,000W
Voltage 220V - 240V
Dimming Range 0 - 100%
Fusing 125A

Class 1/ IP Rating 22

Max. Ambient Temp. 50°C
Weight 10.0 kg

( For TF 24KW/20KW or 12kW/10kW |

Tungsten Fresnel

12kW/10kW
Studio

Tungsten Fresnel

24kW/20kW
Studio

Tungsten Fresnel

5000w
Studio



riLMCeEAR
Tungsten Fresnel

5000w
Junior

Tungsten Fresnel

2000w Tungsten Fresnel
Studio 7 2000W
Junior

Tungsten Fresnel

1000w
Studio //
1/

Tungsten Fresnel Tungsten Fresnel Tungsten Fresnel Tungsten Fresnel Tungsten Fresnel

1000W Junior 650W Studio 650W Junior 300W Junior 150W Junior

50
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Tungsten Fresnel

24kW/ 20kW Studio

10m 15m 20m
Spot (13°)
Lux 46763 20784 11691
Beam @ 228m  342m  4.56m
Flood (56°)
Lux 8019 3564 2005
Beam @ 10.63m 1595m 21.27m

Tungsten Fresnel 2000W Studio

2m 6m 10m
Spot (9°)
Lux 95319 10591 3813
Beam @ 03Im 094m 1.57m
Flood (52°)
Lux 10933 1215 437
Beam @ 1.95m  585m  9.75m

Tungsten Fresnel 650W Studio

é 2m ém 10m

Spot (10°)

Lux 20124 2236 805
Beam@ 035m 1.05m 1.75m
Flood (57°)

Lux 3384 376 135
Beam@  2.17m 638m 10.63m

TUNGSTEN FRESNEL

PHOTOMETRIC DATA

Tungsten Fresnel 12kW/ 10kW Studio

Tungsten Fresnel 5000W Studio

12000W Studio 10000W Studio
15m  20m 10m  15m  20m 5m 10m
Spot (129 Spot (137 Spot (12°)
Lux 16160 7182 4040 Lux 13377 5947 3344 Lux 19493 4873
Beam@ 2.10m 3.15m 420m Beam@ 2.28m 342m 4.56m Beam @ 1.05m  2.10m
Flood (62°) Flood (60°) Flood (64°)
Lux 2409 1071 602 Lux 2016 8% 504 Lux 2969 742

Beam @ 12.02m 1803 m 2403 m

Tungsten Fresnel 2000W Junior

é 2m ém 10m

Spot (10°)

Lux 54414 6046 2177
Beam @ 035m 1.05m 1.75m
Flood (56°)

Lux 8156 906 326

Beam @ 217m  638m 10.63m

Tungsten Fresnel 650W Junior

@ 2m ém 10m

Spot (11°)

Lux 17498 1944 700
Beam@ 039m 1.16m 193m
Flood (54°)

Lux 3232 359 129
Beam@  204m 6411m 10.19m

Beam@ 11.55m 17.32m 23.09m

Beam @ 6.25m 1250 m

Tungsten Fresnel 1000W Studio

2m ém 10m
Spot (8°)
Lux 38708 4301 1548
Beam @ 028m 084m 1.40m
Flood (55°)
Lux 4644 516 186

Beam @ 208m  624m 1041m

Tungsten Fresnel 300W Junior

@ 2m 6m 10m

Spot (13°)

Lux 4469 497 179
Beam@  046m 137m 228m
Flood (54°)

Lux 985 109 39
Beam@  204m é11m 10.19m

15m

2166
3.15m

330
18.75m

Tungsten Fresnel 5000W Junior

5m 10m 15m
Spot (10°)
Lux 23230 5808 2581
Beam @ 087m 1.75m 2.42m
Flood (54°)
Lux 3575 894 397

Beam @ 510m 10.19m 1529 m

Tungsten Fresnel 1000W Junior

2m ém 10m
Spot (10°)
Lux 30805 3423 1232
Beam @ 035m 1.05m 1.75m
Flood (57°)
Lux 4621 513 185

Beam @ 217m  652m 10.86m

Tungsten Fresnel 150W Junior

g 2m 6m 10m

Spot (13°)

Lux 1511 168 60
Beam @ 046m 1.37m 228m
Flood (44°)

Lux 500 56 20
Beam @ 1.62m 485m 8.08m



TUNGSTEN FRESNEL riLRCGEAR

SPECIFICATIONS

Tungsten Fresnel 24kW/20kW | 12kW/10kW [ 5000W 5000W 2000W 2000W 1000W 1000W 650W 650W 300W 150W
Studio Studio Studio Junior Studio Junior Studio Junior Studio Junior Junior Junior
Identity No. L24020TF L12010TF | LOS00OTF (220v) | LOS000TY (220v) |  LO2000TF 102000TJ LO1000TF L01000TJ LO0450TF L00650TJ L00300TJ L00150TJ
LOS000TF1 {110v) | LOS000TIT (110v)
Capacity 24kW / 20kW [ 12kW / T0KW | 5,000W 5,000W 2,000W 2,000W 1,000W 1,000W 650W 650W 300W 150W
Voliage 200 - 240V AC 200 by hc 100 - 250V AC
Fresnel Lens @625mm @450mm @300mm @250mm ©@250mm @175mm D175mm @2130mm @130mm @112mm @80mm @50mm
Lamp Type 24kW/20kW SE | 12kW/10kW SE| 5000W SE | 5000W SE | 2000W SE | 2000W SE 1000W SE | 1000W SE 650W SE 650W SE 300W SE 150W SE
Color Temp. 3200K
Lamp Holder G38 G22 GY9.5 GX6.35
Stirup ©28mm Spigot @16mm Socket
Class / IP Rating 1/1P23 1/1P20 1/1P23 1/1P20 1/1P23
Max. Surface Temp. 240°C 220°C 210°C 220°C 190°C 220°C 190°C 220°C 180 °C 190°C 190°C 190°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C 45°C
Min. Distonce o lluminated Obj. 12m 8m 5m 5m 2m 2m 1.5m 1.5m Im Im Im 0.5m
Min. Distance to lammable Obj. 25m 2m 1.5m 1.5m Tm Tm 0.5m 0.5m 0.5m 0.5m 0.5m 0.5m
Operating Range +30° ~ 0° ~ -30° +38° ~ 0° ~ -38° +45° ~ 0° ~ -45°
Weight (Lamphead) 63.0 kg 34.0 kg 16.3kg 14.4kg 12.2kg 8.8kg 6.5kg 43kg 43kg 3.0kg 1.8kg 1.4kg
(with barndoor) 69.5kg 38.9 kg 18.8 kg 16.1 kg 13.9 kg 9.8kg 7.5kg 49kg 49kg 3.5kg 2.1kg 1.5kg
Dimensions : A 1366 973 791 707 638 614 614 444 444 366 307 240
(mm) B 890 580 424 370 366 320 272 250 250 196 164 154
C 906 498 469 426 398 332 334 259 259 206 179 133
D 902 634 546 452 442 345 345 275 275 236 201 133
E 845 660 539 469 427 418 418 280 280 249 210 167
F 919 770 629 477 491 380 380 270 270 230 196 150
DIMENSIONS ACCESSORIES
D
ﬁ = 4-leaf Rotatable Barndoor m Spill Ring (between 12kW/10kW ~ 650W)
m Filter Frame (below 5kW) = Safety Cable (for lamphead)
A = Set of 4 Scrims m Safety Wire (for barndoor)
%1@ c = Scrim Bag u 24kW/12kW Electronic Dimmer
. with Cable
E = Variable Snoot (below 5kW) {for TF 24kW/20KW or 12kW/10KW)
B
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MAXIBRUTE

LAMPHEAD CONTENTS

® | amp Housing without Bulb #
= Wire Guard
= Stirup with @28mm (1-1/8in.) Spigot

# Requires Lamp Bulb

FiLMGE
MAXIIER;EA;

FilMGga

S Maxibrute 9

Maxibrute 6

Maxibrute 24

Maxibrute 12



SPECIFICATIONS

riLMCEAR

Maxibrute 24 Maxibrute 12 Maxibrute 9 Maxibrute 6
Identity No. 124002COMXB (220v) 112001 COMXB (220v) 109001 COMXB (220v) 106001 COMXB (220v)
L24452COMXB (220V) L12251COMXB (220V) L09251COMXB (220V) L061S1COMXB (220V)
L24002CT1MXB (110V) L12001CIMXB (110V) LO9001CTMXB (110V) L0400TCTMXB (110v)
124452CTMXB (110V) L122STCTMXB (110V) L092S1CTMXB (110V) L061STCTIMXB (110V)
Capacity 24,000W 12,000W 9,000W 6,000W
Voltage 220- 240V AC or 220- 240V AC or 220- 240V AC or 220- 240V AC or
110-120V AC 110-120V AC 110-120V AC 110-120V AC
Lamp Type Paré4 1000W 120V/240V Paré4 1000W 120V/240V Paré4 1000W 120V/240V Paré4 1000W 120V/240V
Color Temp. 5000K / 3200K 5000K / 3200K 5000K / 3200K 5000K / 3200K
Lamp Holder GX1éd GX1éd GX1éd GX1éd
Stirup @28mm (1-1/8 in.) Spigot @28mm (1-1/8 in.) Spigot @28mm (1-1/8in.) Spigot @28mm (1-1/8in.) Spigot
Class 1 1 1 1
Max. Surface Temp. 200°C 200°C 200°C 200°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C
Min. Distance to llluminated Object 12m 10m 8m 5m
Min. Distance to Flammable Object 1.5m 1.5m 1.5m 1.5m
Operating Range +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~-45° +45° ~ 0° ~-45°
Weight (Lamphead) 46.5kg 28.0 kg 22.0kg 188 kg
Dimensions (mm) : A 1440 1440 1190 960
B 280 280 280 280
C 113 113 888 660
D 1787 1061 1061 1061
E 847 847 738 623
F 1513 787 787 787
ACCESSORIES DIMENSIONS
2-leaf Barndoor E
Safety Wire (for barndoor) A c L
Filter Frame Outrigger
Studio Dolly
B
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SPACE LIGHT

LAMPHEAD CONTENTS

= | amp Housing without Bulb #
= Hanging Wire

# Requires Lamp Bulb

I

Space Light 2000W
. with Silk Skirt
AN

\

Space Light 6000W
with Black Skirt

Vg
5

/7 N

Space Light 6000W

ra\

Space Light 2000W

PHOTOMETRIC DATA

Distance
(Meter)

0

30

6.0

9.0

L Diameter
12. 1 4.2
58 (Meter)

I
9072 54 36

Distance
(Meter)
70
****** 30

——--| 45

-160

-475

Diameter
(Meter)



SPACE LIGHT

SPECIFICATIONS
Space Light 6000W 2000w Lamphead Dimensions
Identity No. LO6000SP (Socapex 19-Pins) LO2000SP (1 Cable Inlet)
L06003SP (3 Cabile Inlet) L02002SP (2 Cable Inlet)
L06002SP (2 Cable Inlet)
Capacity 6,000W 2,000W
Voltage 220V or 110V Diameter @
Lamp Type T000W 230V (P2/20) or 800W 230V (P2/11)
Color Temp. 3200K Black / Silk Skirt Dimensions
Lamp Holder R7s
Class / IP Rating 1/1P20
Max. Surface Temp. 200°C 180°C
Max. Ambient Temp. 45°C 45°C
Min. Distance to llluminated Object 3.5m 20m
Min. Distance to Flammable Object 1.5m 0.5m Height
Weight mr:g:fidx)\ Sik Skirt and Targef) fi%k;?g 22 tg
Lamphead Dimensions (mm) @730 x H265 @500 x H 240
Black Skirt Dimensions (mm) @980 x H 1090 @675 x H 585
Silk Dimensions (mm) @850 x H915 @545 x H 430 Diameter &
Target Dimensions (mm) 2920 @570

ACCESSORIES

Black Skirt Silk Skirt

e
/ \ ‘ ®
Carrying Bag ) ] ﬁ
for Skirts / Target Hanging Wire

Foldable Studio Dolly

Socapex with

=2

Socapex with
6 Cable Outlets 3 Cable Outlets
(for 6kW) (for 6kW)

Socapex with
2 Cable Outlets (for 6kW)

riLMCEAR
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OPEN FACE

LAMPHEAD CONTENTS
Cinelite

® | amp Housing without Bulb #
= 4-leaf Rotatable Barndoor with Safety Wire
= Wire Guard

® Stirup with @16mm Socket
= |nlet Cable

® |n-Line Switch

® Accessory Holder
(for TkW, 800W or 650W)

# Requires Lamp Bulb

Accessory Holder

Cinelite T000W
Cinelite 650W

Cinelite 8OOW

57
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PHOTOMETRIC DATA

Spot (24°)
Lux
Beam @

Flood (79°)
Lux
Beam @

Spot (40°)
Lux
Beam @

Flood (89°)
Lux
Beam @

Spot (42°)
Lux
Beam @

Flood (89°)
Lux
Beam @

Spot (27.4°)
Lux
Beam @

Flood (59°)
Lux
Beam @

Cinelite 2000W

2m

33080
0.85m

6310
3.30m

Cinelite 1000W

2m

9292
1.46m

2929
3.93m

4m

8270
1.70m

1578
6.59 m

4m

2323
291m

732
786m

Cinelite 800W

2m

6747
1.54m

2081
3.93m

4m

1687
3.07m

520
7.86m

Cinelite 650W

2m

3172
0.97 m

1428
227 m

4m

793
1.95m

357
4.53m

6m

3676
2.55m

701
9.89 m

6m

1032
4.37 m

325
11.79 m

6m

750
4.61m

231
11.79 m

6m

352
293m

159
6.80m
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SPECIFICATIONS
Cinelite 2000W Cinelite 1000W Cinelite 800W Cinelite 650W
Identity No. 10200070 L01000TO 100800TO L00650TO
LOTOOATO (with Accessory Holder) LOOBOATO (with Accessory Holder) LOO6SATO (with Accessory Holder)
Capacity 2,000W 1,000W 800W 650W / 600W / 500W
Voltage 240V or 120V 240V or 120V 240V 240V or 120V or 100V
Lamp Type P2/27 2000W 230V or P2/35 1000W 230V or P2/13 800W 230V DYR650W 230V or
FEY 2000W 120V DXW 1000W 120V DYS600W 120V or
JCDS00WCC 100V

Color Temp. 3200 3200 3200 3200
Lamp Holder RX7s R7s R7s GY9.5
Stirup @16mm (5/8in.) Socket @16mm (5/8in.) Socket @16mm (5/8in.) Socket @16mm (5/8in.) Socket
Class | | 1 1
Max. Surface Temp. 220°C 220°C 220°C 220°C
Max. Ambient Temp. 45°C 45°C 45°C 45°C
Min. Distance to llluminated Object 2m 1.5m 1.5m m
Min. Distance to Flammable Object Im 0.5m 0.5m 0.1m
Operating Range +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45°
Weight (Lamphead) 3.5kg 1.5kg 1.5kg 1.5kg
Dimensions (mm) : A 402 272 272 256

B 232 208 208 192

C 291 205 205 179

D 325 21 211 196

E 252 169 169 166

F 274 179 179 163

ACCESSORIES DIMENSIONS b
4-leaf Rotatable Barndoor
Set of 4 Scrims : Full Single, Full Double, Half Single, Half Double C

Scrim Bag
Safety Wire (for Barndoor)
Accessory Holder (for Cinelite 1kW, 800W or 650W)
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FLUORESCENT LIGHT FLO-BOX

LAMPHEAD CONTENTS

= |Lamp Housing without Tubes #
Reflector

Mounting Bracket

Eggcrate

Lamp Connectors Cable

# Requires Fluorescent Tubes

Flo-Box

2BANK 8ft

Flo-Box
2BANK 6ft

B\

Flo-Box

4BANK 4ft
Flo-Box

Flo-Box \. 2BANK 4ft
W,

4BANK 2ft

Flo-Box
2BANK 2ft

4

—'.\: 5)




FLO-BOX

SPECIFICATIONS

Flo-Box 4 Bank 4 ft 4 Bank 2 ft 2 Bank 8 ft 2 Bank 6 ft 2 Bank 4 ft 2 Bank 2 ft

Identity No. L04048FB L04024FB L02096FB L02072FB L02048FB 102024FB
Capacity 75W x 4 40W x 4 120W x 2 100W x 2 75W x 2 40W x 2
Voltage 95-265V AC
Tube Type T(]122(;o4n?rj1r;' T](529E)r*2n‘rtnijn ] T(Zésifr;?' T(]égs?nimr)]' T(]lgéoﬁrj\r;' ﬂ(5290r%::nl)n '
Color Temp. 5600K / 3200K
Lamp Holder G13
Mounting Mounting Bracket
Max. Surface Temp. 70°C
Max. Ambient Temp. 50°C
Class 1
Weight (Lamphead with Tubes) 4.7 kg 3.4kg 4.2kg 3.5kg 3.4kg 2.5kg
Dimensions : A 1300 700 2482 1892 1300 700
(mm) B 330 330 200 200 200 200

C 75 75 75 75 75 75

DIMENSIONS ACCESSORIES

T12 Tube (Daylight / Tungsten)
Flo-Box EB AC or AC/DC

Lamp to Ballast Extension Cable
Mounting Bracket

Eggcrate

Lamp Connectors Cable
Lithium NCM Battery
Double Charger

DC Cable

Transport Case with

wheels for Twin Kit
(for 4 Bank 4 ft & 4 Bank 2 ft)

riLMCEAR
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FLUORESCENT LIGHT

MONO-FLO

M0n0- FlO Mono-Flo Mono-Flo
Mono-Flo Ballast with Flo Tube without Flo Tube
8ft /6 ft /4 ft /2 ft e u XO1096FM (8f1) m X11096FM (8f)
ONNectors m X01072FM (6ft) m X11072FM (6f1)
Cable = XO1048FM [4f] = X11048FM [4ff)
= X01024FM (2ft) = X11024FM (2ft)
Mounting PACKAGE CONTENTS
Bracket (1) 112 Tube 81t / 6ft / 4ft / 21t
T12 Tube ] (1) Mounting Bracket with @16mm Socket
\/ (1) @16mm to @12mm Adapter
7 Adapfer (1) Lamp Connectors Cable

(1) Mono-Flo Ballast
(1) Lamphead to Ballast Extension Cable

Mono-Flo Ballast

Mono-Flo Mono-Flo

Ballast FOT8PNMI Ballast FO14PNMI
= Capacity 120W / 100W m Capacity 75W / 45W

= Input Voltage 95V - 260V = Input Voltage 95V - 260V

m Frequency 50Hz / 60Hz m Frequency 50Hz / 60Hz

m Class 1/ IP Rating 21 m Class 1/ IP Rating 21

= Weight 0.8kg m Weight 0.7kg

m Dimensions 236 x 55 x 56 (mm) m Dimensions 216 x 55 x 56 (mm)
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Flo-Ballast 4BANK Flo-Ballast
4ft/2ft AC/DC 4 4BANK 4ft/2ft
Capacity 75W / 45W x 4 — ; Capacity 75W / 45W x 4
Voltage AC 95V - 260V Voltage AC 95V - 260V
Voltage DC 22V - 36V Frequency 50Hz or 60Hz
Frequency 50Hz or 60Hz Class 1, IP Rating 21
Class 1, IP Rating 21 Weight 3.4kg
Weight 3.6kg Dimensions 201 x 70 x 286 (mm)
FO44PNWI Dimensions 201 x 70 x 306 (mm) Fos4PNMI
Flo-Ballast 2BANK Flo-Ballast
4ft/2ft AC/DC 2BANK 4ft/2ft

Capacity 75W / 45W x 2
Voltage AC 95V - 260V
Voltage DC 22V - 36V

Capacity 75W [ 45W x 2
Voltage AC 95V - 260V
Frequency 50Hz or 60Hz

Frequency 50Hz or 60Hz Claoss 1, IP Rating 21
Class 1, IP Rating 21 Weight 2.2kg
Weight 2.4kg FO24PNW1 Dimensions 201 x 70 x 194 (mm) FO24PNMI
Dimensions 201 x 70 x 214 (mm)
Flo-Ballast
2BANK 8ft/6ft

Capacity 120W / 100W x 2

ELU@RESCENT [LIGHTT Voltage AC 95V - 260V

Frequency 50Hz or 60Hz

Closs 1, IP Rating 21
o-Ballast
Dimensions 267 x 70 x 125 (mm) FO28PNM!




T
U-Flo 4 [

U-FLO



U-FLO

LAMPHAED CONTENTS

= Lamp Housing without Tubes #

= Byilt-In Electronic Ballast

= Power Cable with Connector

® M.O./P.O. Stirup with @28mm Spigot *

# Requires Fluorescent Tubes
* (M.O.) = Manual Operated
(P.O.) = Pole Operated

riLMCEAR
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Beam Angle (64° x 48°)

With Intensifier - Gloss
Beom Angle (50°x 43°)

With Reflective Bamdoor
-Embossed
Beam Angle (54° x 40°)

With Honey Comb
Beam Angle (46°x 38°)

Beam Angle (68°x 49°)

With Intensifier - Gloss
Beam Angle (62°x41°)

With Reflective Bamdoor
-Embossed
Beam Angle (64° x 42°)

With Honey Comb
Beam Angle (30°x 38°)

Lux
Beom

Lux
Beom

Lux
Beam

Lux
Beam

Lux
Beam

Lux
Beam

Lux
Beam

Lux
Beam

U-Flo 6
1.5m 2.0m
2120 1190

187x1.34m  250x1.78m
3500 1970

141x1.18m  187x1.38m
3200 1800
153x1.09m  204x1.46m
1780 1000
127x103m  1.70x1.38m
U-Flo 4+4
1.5m 2.0m
3480 1960
202x137m  270x1.82m
5780 3250
180x1.02m  240x1.50m
4390 2470
187x1.06m  250x1.53m
230 1630
140x1.03m  1.87x1.38m

3.0m

530
375x247m

880
280x2.36m

800
308x2.18m

450
2.55x207m

30m

870
405x2.73m

1440
361 x2.24m

1100
375x2.30m

730
280x207m

Beam Angle (64° x 48°)

With Infensifier - Gloss
Beam Angle [50° x 40°)

With Reflective Bamdoor
-Embossed
Beam Angle [53° x 40°)

With Honey Comb
Beam Angle [46°x 38°)

Beam Angle (67° x 48°)

With Intensifier - Gloss
Beam Angle (60° x 40°)

With Reflective Bamdoor
-Embossed
Beom Angle (63° x 41°)

With Honey Comio
Beam Angle (50° x 38°)

Lux
Beom

Lux
Beam

Lux
Beam

Lux
Beom

Lux
Beam

Lux
Beam

Lux
Beam

Lux
Beam

U-FLO

PHOTOMETRIC DATA

U-Flo 4
1.5m 20m
1440 850
180x1.34m  240x1.78m
2600 1460
140x1.09m 187 x1.46m
1790 1010
150x1.09m 1.9 x1.46m
1150 650
127x103m  1.70x1.38m
U-Flo 3+3
1.5m 20m
2310 1300
199x1.34m  265x1.78m
3600 2030
173x1.09m  231x1.46m
2800 1580
184x1.02m  245%1.50m
1800 1010
140x1.03m  1.86x1.38m

3.0m

360
361x2.67m

650
280x2.18m

450
299x2.18m

20
255x207m

30m

380

397x267m

900
346x2.18m

700
3.68x224m

40
280x207m

Beom Angle [60°x 45°)

With Intensifier - Gloss
Beam Angle [50°x 34°)

With Reflective Bomdoor
-Embossed
Beom Angle [53°x 37°)

With Honey Comb
Beam Angle [45°x 37°)

Beam Angle [65° x 4¢°)

With Infensifier - Gloss
Beam Angle [54° x 3%°)

With Reflective Bamdoor
-Embossed
Beam Angle [62°x 39°)

With Honey Comb
Beam Angle [48°x 37°)

Lux
Beom

Lux
Beom

Lux
Beom

Lux
Beom

Lux
Beam

Lux
Beam

Lux
Beam

Lux
Beam

U-Flo 2

1.5m 20m

680 385
173x1.24m  232x1.66m

1600 900
140x092m  187x1.2m

890 500
150x1.00m  1.99x1.34m

580 325
124x100m  1.66x1.34m

U-Flo 2+2

1.5m 20m

1490 840
191x1.27m  255x1.70m

270 1530
1.53x095m  204x1.26m

1730 980
180x1.06m  240x1.42m

1240 700
127x1.00m  1.78x1.34m

3.0m

170
346x249m

400
280x1.83m

20
299x201m

145
249x201m

30m

370
382x2.85m

680
306x1.89m

430
361x212m

310
267x201m



U-FLO

SPECIFICATIONS

riLMCEAR

U-Flo 6 U-Flo 4 U-Flo 2 U-Flo 4+4 U-Flo 3+3 U-Flo 2+2

Identity No. LO6000UF (M.0.) LO4000UF (M.O.) L02000UF (M.0.) L04400UF (M.O.) LO3300UF (M.0.) L02200UF (M.0.)
LO60DOUF (M.O. + DMX) LO40DOUF (M.O. + DMX) LO20DOUF (M.O. + DMX) LO44DOUF (M.O. + DMX) LO33DOUF (M.O. + DMX) LO22DOUF (M.O. + DMX)
LO600PUF (P.O.) LO400PUF (P.O.) LO200PUF (P.O.) LO440PUF (P.O.) LO330PUF (P.O.) L0220PUF (P.O.)
LO40DPUF (P.O. + DMX) LO40DPUF (P.O. + DMX) LO20DPUF (P.O. + DMX) LO44DPUF (P.O. + DMX) LO33DPUF (P.O. + DMX) LO22DPUF (P.O. + DMX)

Capacity 330W (55W x 6) 220W (55W x 4) TT0W (55W x 2) 440W (55W x 8) 330W (55W x 6) 220W (55W x 4)

Input Voltage 190V - 250V 190V - 250V 190V - 250V 190V - 250V 190V - 250V 190V - 250V

Frequency 50Hz - 60Hz 50Hz - 60Hz 50Hz - 60Hz 50Hz - 60Hz 50Hz - 60Hz 50Hz - 60Hz

Input Current 1.5A @220V 1.0A @220V 0.5A @220V 2.2A @220V 1.5A @220V 1.0A @220V

Tube Type 55W 21" CFL 55W 21" CFL 55W 21" CFL 55W 21" CFL 55W 21" CFL 55W 21" CFL

Color Temp. 5600K / 3200K 5600K / 3200K 5600K / 3200K 5600K / 3200K 5600K / 3200K 5600K / 3200K

Lamp Holder 2G11 2G11 2G11 2G11 2G11 2G11

M.O. / P.O. Stirrup

@28mm (1-1/8in.) Spigot

@28mm (1-1/8 in.) Spigot

@28mm (1-1/8 in.) Spigot

@28mm (1-1/8 in.) Spigot

@28mm (1-1/8in.) Spigot

@28mm (1-1/8 in.) Spigot

Class

1

1

1

1

1

1

Power Factor 0.99 0.99 0.99 0.99 0.99 0.99
Efficiency 92% 92% 92% 92% 92% 92%
Dimming Control 1% - 100% 1% - 100% 1% - 100% 1% - 100% 1% - 100% 1% - 100%
Fusing 5A 5A 3A 8A 5A 5A
Max. Ambient Temp. | 50°C 50°C 50°C 50°C 50°C 50°C
Operation Range +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45° +45° ~ 0° ~ -45°
Weight {Lamphead) 11.7 kg (M.O.) 9.2kg (M.0.) 5.5kg (M.O.) 148 kg (M.O.) 11.8 kg (M.O.) 9.3kg (M.O.)
13.8 kg (P.O.) 11.0kg (P.O.) 7.2kg (P.O.) 16.7 kg (P.O.) 140kg (P.O.) 11.2kg (P.O)
Dimensions (mm) : M.O. P.O. M.O. P.O. M.O. P.O. M.O. P.O. M.O. P.O. M.O. P.O.
Al 930 960 710 660 500 535 710 660 610 590 500 535
B| 158 158 158 158 158 158 158 158 158 158 158 158
C| 690 690 480 480 270 270 480 480 375 375 270 270
D| 750 800 750 800 750 800 1300 1350 1300 1350 1300 1350
E | 585 615 470 510 365 400 470 510 420 455 365 400
F| 625 625 625 625 625 625 1156 1156 1156 1156 1156 1156
ACCESSORIES DIMENSIONS
D
Reflective Barndoor
Intensifier e
Honeycomb
Eggcrate A c i
Filter Frame
Safety Cable (for lamphead)
Pole Operated Stirrup (for P.O.) B F
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DAYLIGHT

200W Daylight Fresnel Kit

m KIT CONTENTS

Identity No. K0022MDS / K0022WDS (AC/DC)
(1) Daylight Fresnel 200W Lamphead
(1) 4-leaf Rotatable Barndoor
(1) 200W Electronic Ballast or
AC/DC EB with DC Power Cable
(1) Lamphead to Ballast Cable 7 m
(1) Set of 4 Scrims @168mm
(1) Carrying Bag for Scrim Set
(1) ABS Case (20.5"x 16" x 117)

Total Weight : 17.1 kg / 17.6 kg (AC/DC)

FRESNEL KIT
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DAYLIGHT
PAR KIT

400W Daylight Mini Par Kit

m KIT CONTENTS

Identity No. KO044MDM / K0044WDM (AC/DC)

(1) Daylight Par 400W Mini Lamphead

(1) 4-leaf Rotatable Barndoor

(1) 400W/200W Electronic Ballast or
AC/DC EB with DC Power Cable

(1) Lamphead to Ballast Cable 7 m

(1) Set of 5 Par Lenses @130mm

(1) Carrying Bag for Par Lenses

(1) Set of 4 Scrims @168mm

(1) Carrying Bag for Scrim Set

(1) ABS Case (20.5" x 16" x 117)

Total Weight : 16.5kg / 17.0 kg (AC/DC)

200W Daylight Par Kit

m KIT CONTENTS

Identity No. K0022MDP / K0022WDP (AC/DC)

(1) Daylight Par 200W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) 200W Electronic Ballast or
AC/DC EB with DC Power Cable

(1) Lamphead to Ballast Cable 7 m

(1) Set of 5 Par Lenses @130mm

(1) Carrying Bag for Par Lenses

(1) Set of 4 Scrims @168mm

(1) Carrying Bag for Scrim Set

(1) ABS Case (20.5"x 16" x 117)

Total Weight : 16.5 kg / 17.0 kg (AC/DC)
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DAYLIGHT PAR KIT

200W Daylight Mini Par Twin Kit

m KIT CONTENTS

Identity No. KTO22MDM / KT022WDM (AC/DC)
(2) Daylight Par 200W Mini Lamphead
(2) 4-leaf Rotatable Barndoor
(2) 200W Electronic Ballast or
AC/DC EB with DC Power Cable
(2) Lamphead to Ballast Cable 7 m

- rs > - -
8L N vy (2) Set of 5 Par Lenses @112mm
(2) Carrying Bag for Par Lenses

(2) Set of 4 Scrims @127mm

© (2) Carrying Bag for Scrim Set
(2) Aluminum Stand
(1) ABS Case (317 x 14.5"x 177)

Total Weight : 31.5 kg / 32.5 kg (AC/DC)

@
RS EN

200W Daylight Mini Par Kit

m KIT CONTENTS

Identity No. K0022MDM / K0022WDM (AC/DC)
(1) Daylight Par 200W Mini Lamphead
(1) 4-leaf Rotatable Barndoor
(1) 200W Electronic Ballast or

AC/DC EB with DC Power Cable
(1) Lamphead to Ballast Cable 7 m
(1) Set of 5 Par Lenses @112mm
(1) Carrying Bag for Par Lenses
(1) Set of 4 Scrims @127mm
(1) Carrying Bag for Scrim Set
(1) ABS Case (20.5"x 16" x 11")

Total Weight : 14.0kg / 14.5 kg (AC/DC)
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Daylight Boxer 800W Deluxe Kit

m KIT CONTENTS

Identity No. K10800BX / K1080WBX (AC/DC)
(1) Boxer 800W Lamphead
(1) 4-leaf Rotatable Barndoor
(1) Lamp Bulb HMI 800W SE with Case
(1) 800W/575W Electronic Ballast
or 800W/575W AC/DC EB with DC Cable
(1) Lamphead fo Ballast Cable 7m
(1) Set of 5 Par Lenses @175mm with Lens Bag
(1) Aluminum Light Stand
(1) Set of Softbox with T-ring
(1) Carrying Case 820 x 395 x 370 (mm)

800W/575W 800W/575W

AC/DCEB . g

Total Weight : 29.0kg / 29.2kg (AC/DC)

Daylight Boxer 800W Standard Kit

m KIT CONTENTS

Identity No. KOO800BX / KOO8OWBX (AC/DC)
(1) Boxer 800W Lamphead
(1) 4-leaf Rotatable Barndoor
(1) 800W/575W Electronic Ballast
or 800W/575W AC/DC EB with DC Cable
(1) Lamphead fo Ballast Cable 7m
(1) Set of 5 Par Lenses @175mm with Lens Bag
(1) Carrying Case 600 x 465 x 295 (mm)

800W/575W

AC/DCEB  or 800W/575W

LM d3X08 LHOITAVA

Total Weight : 23.0kg / 23.2kg (AC/DC)



Daylight Boxer 400W Deluxe Kit

m KIT CONTENTS

Identity No. K10400BX / K1040WBX (AC/DC)
(1) Boxer 400W Lamphead
(1) 4-leaf Rotatable Barndoor
(1) Lamp Bulb HMI 400W SE with Case
(1) 400W/200W EB or
AC/DC EB with DC Cable
(1) Lamphead fo Ballast Cable 7m
(1) Set of 5 Par Lenses @130mm with Lens Bag
(1) Aluminum Light Stand
(1) Set of Softbox with T-ring
(1) Carrying Case 670 x 520 x 270 (mm)

Total Weight : 20.0 kg / 20.5 kg (AC/DC)

Daylight Boxer 400W Standard Kit

m KIT CONTENTS

Identity No. K00400BX / KOO40WBX (AC/DC)

(1) Boxer 400W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) 400W/200W EB or AC/DC EB with DC Cable
(1) Lamphead fo Ballast Cable 7m

(1) Set of 5 Par Lenses @130mm with Lens Bag
(1) Carrying Case 517 x 397 x 270 (mm)

Total Weight : 14.0 kg / 14.5 kg (AC/DC)
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DAYLIGHT BOXER KIT

Daylight Boxer 200W Deluxe Kit

m KIT CONTENTS

Identity No. K10200BX / K1020WBX (AC/DC)

(1) Boxer 200W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) Lamp Bulb HMI 200W SE with Case

(1) 200W EB or AC/DC EB with DC Cable

(1) Lamphead to Ballast Cable 7m

(1) Set of 5 Par Lenses @112mm with Lens Bag
(1) Aluminum Light Stand

(1) Set of Softbox with T-ring

(1) Carrying Case 670 x 520 x 270 (mm)

Total Weight : 19.5 kg / 20.0 kg (AC/DC)

Daylight Boxer 200W Standard Kit

m KIT CONTENTS

Identity No. K00200BX / KOO20WBX (AC/DC)

(1) Boxer 200W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) 200W EB or AC/DC EB with DC Cable

(1) Lamphead fo Ballast Cable 7m

(1) Set of 5 Par Lenses @112mm with Lens Bag
(1) Carrying Case 517 x 397 x 270 (mm)

Total Weight : 13.5kg / 14.0 kg (AC/DC)
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TUNGSTEN KIT

Traveler $4 Kit

m KIT CONTENTS

Identity No. KTS402TA (220v) / KTS401TA (110V)
(1) Cinelite 1000W or 800W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @191mm with Bag

(1) Lamp Bulb 1000W 120V or 800W 230V

(1) Softbox with T-ring

(1) Aluminum Light Stand

(2) Tungsten Fresnel 650W Junior Lamphead
(2) 4-leaf Rotatable Barndoor

(2) Set of 4 Scrims @168mm with Bag

(2) Filter Frame

(2) Lamp Bulb 650W 120V or 650W 230V
(2) Aluminum Light Stand

(1) Tungsten Fresnel 300W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @127mm with Bag

(1) Filter Frame

(1) Lamp Bulb 300W 120V or 300W 230V

(1) Aluminum Light Stand

(1) Accessory Pack
(1) ABS Case with Wheels (397 x 19" x 15.57)

Total Weight : 36.0 kg



Traveler S$3 Kit

m KIT CONTENTS

Identity No. KTS302TA (220v) / KTS301TA (110V)
(1) Cinelite 1000W or 800W Lamphead

(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @191mm with Bag

(1) Lamp Bulb T000W 120V or 800W 230V

(1) Softbox with T-ring

(1) Aluminum Light Stand

(1) Tungsten Fresnel 650W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @168mm with Bag

(1) Filter Frame

(1) Lamp Bulb 650W 120V or 650W 230V

(1) Aluminum Light Stand

(1) Tungsten Fresnel 300W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @127mm with Bag

(1) Filter Frame

(1) Lamp Bulb 300W 120V or 300W 230V
(1) Aluminum Light Stand

(1) Accessory Pack
(1) ABS Case (31" x 14.5"x 177)

Total Weight : 25.5 kg
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m KIT CONTENTS

Identity No. KTMOO2TA (220v) / KTMOO1TA (110V)
(2) Tungsten Fresnel 300W Junior Lamphead

(2) 4-leaf Rotatable Barndoor

(2) Set of 4 Scrims @127mm with Bag

(2) Filter Frame

(2) Lamp Bulb 300W 120V or 300W 230V

(2) Aluminum Light Stand

(1) Tungsten Fresnel 150W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @76mm with Bag

(1) Filter Frame

(1) Lamp Bulb 150W 120V or 150W 230V

(1) Aluminum Light Stand

(1) Scissor Clamp
(1) ABS Case (23" x 17.5" x 117)

Total Weight : 19.5 kg
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Tungsten Fresnel Junior $3 Kit

m KIT CONTENTS

Identity No. KJS302TA (220v) / KJS301TA (110V)
(1) Tungsten Fresnel 650W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @168mm with Bag

(1) Filter Frame

(1) Lamp Bulb 650W 120V or 650W 230V

(1) Softbox with T-ring

(1) Aluminum Light Stand

(1) Tungsten Fresnel 300W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @127mm with Bag

(1) Filter Frame

(1) Lamp Bulb 300W 120V or 300W 230V

(1) Aluminum Light Stand

(1) Tungsten Fresnel 150W Junior Lamphead
(1) 4-leaf Rotatable Barndoor

(1) Set of 4 Scrims @76mm with Bag

(1) Filter Frame

(1) Lamp Bulb 150W 120V or 150W 230V

(1) Aluminum Light Stand

(1) Scissor Clamp
(1) ABS Case (31" x 14.5" x 17")

Total Weight : 23.5 kg



Tungsten Fresnel TkW Junior 3 Kit

m KIT CONTENTS

Identity No. K31002TJ (220v) / K31001TJ (110V)
(3) Tungsten Fresnel 1000W Junior Lamphead
(3) 4-leaf Rotatable Barndoor

(3) Set of 4 Scrims @197mm with Bag

(3) Filter Frame

(3) Lamp Bulb T000W 120V or 1000W 230V

(3) Aluminum Light Stand

(1) Accessory Pack

(1) ABS Case with Wheels (39" x 19" x 15.5")

Total Weight : 36.0 kg
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Tungsten Fresnel §50W Junior 3 Kit

m KIT CONTENTS

Identity No. K30652TJ (220v) / K30651TJ (110V)
(3) Tungsten Fresnel 650W Junior Lamphead
(3) 4-leaf Rotatable Barndoor

(3) Set of 4 Scrims @168mm with Bag

(3) Filter Frame

(3) Lamp Bulb 650W 120V or 650W 230V

(3) Aluminum Light Stand

(1) ABS Case (31" x 14.5"x 177)

Total Weight : 28.0 kg
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OPEN FACE KIT

Cinelite 2000W Open Face 2 Kit

m KIT CONTENTS

Identity No. K22002TO (220v) / K22001TO (110V)

(2) Cinelite 2000W Lamphead

(2) 4-leaf Rotatable Barndoor

(2) Set of 4 Scrims @254mm with Bag

(2) Lamp Bulb FEY 2000W 120V or P2/27 2000W 230V
(2) Aluminum Light Stand

(1) ABS Case with Wheels (34" x 18.5” x 157)

Total Weight : 30.5 kg



Cinelite TkW/800W
Open Face 3 Kit

m KIT CONTENTS

Identity No. K30802TO (220v) /
K31001TO (110v)
(3) Cinelite 1000W or 800W Lamphead
(3) 4-leaf Rotatable Barndoor
(3) Set of 4 Scrims @191mm with Carrying Bag
(3) Lamp Bulb DXW 1000W 120V or
P2/13 800W 230V
(3) Aluminum Stand
(1) ABS Case with Wheels (34" x 18.5" x 15")

Total Weight : 29.0 kg

Cinelite 650W/600W/500W
Open Face 3 Kit

m KIT CONTENTS

Identity No. K30652TO (650w) /
K30601TO (600w) /
K30501TO (500W)
(3) Cinelite 650W Lamphead
(3) 4-leaf Rotatable Barndoor
(3) Set of 4 Scrims @127mm with Carrying Bag
(3) Lamp Bulb DYR650W 230V, DYS600W 120V or
JCD100V500WCC 100V
(3) Aluminum Light Stand
(1) ABS Case (317 x 14.5" x 177)

Total Weight : 24.0 kg

riLMCEAR
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FLO-BOX KIT

Flo-Box 4Bank 4ft Twin Kit

m KIT CONTENTS

Identity No. K04048FB / KD4048FB (AC/DC)

(2) Flo-Box 4 Bank 4 f Lamphead

(2) 4 Bank Flo Electronic Ballast or
AC/DC EB with DC Power Cable

(2) Extension Cable 7.6m

(2) Eggcrate

(2) Mounting Bracket

(1) ABS Case with Wheels (55" x 13" x 17"

Total Weight : 40.0 kg

Flo-Box 4Bank 2ft Twin Kit

m KIT CONTENTS

Identity No. K04024FB / KD4024FB (AC/DC)

(2) Flo-Box 4 Bank 2 f Lamphead

(2) 4 Bank Flo Electronic Ballast or
AC/DC EB with DC Power Cable

(2) Extension Cable 7.6m

(2) Eggcrate

(2) Mounting Bracket

(1) ABS Case with Wheels (317 x 14.5" x 177)

Total Weight : 32.0 kg




LED MINI PANEL
TWIN KIT

LED Mini Panel 8 Twin Kit

m KIT CONTENTS

Identity No. K20008MPB
(2) LED Mini Panel 8W
(2) Ultralight Arm

with Hot Shoe Adaptor
(2) USB Cable (0.5m)
(2) Hot Shoe Adapfter
(2) BSW 1/4" Thread Stud
(1) ABS Case

riLMCEAR
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PRODUCT FEATURES

= Motor Yoke offers remote pan, filt and focus for daylight ,
tungsten and LED lighting fixtures.

MEGA
MOTOR
YOKE

m_ These fixtures can be operated from using a simple analog
control or DMX contfrol.

= A interlock system allow for a fixtures to be adapted to the ﬂg@fﬁ?
Motor Yoke quickly on location.

= Adjustable slipping clutch stop

= Current overload stop

= ON// OFF switch with integrated circuit breaker

= Spring loaded reverse potentiometer (analog controller)
DIMENSIONS (mm)
SPECIFICATIONS

Pivot Range - Pan Infinite : Adjustable slipping
clutch stop (0-80Nm)
Pivot Range - Tilt Infinite : Adjustable slipping
clutch stop (0-80Nm)
Pivot Range - Focus  Infinite : Current overload /
torque stops (5Nm)

Hand Controller Controller Pan, Tilt & Focus é
DMX Interface DMX 512 Controller Box
DMX Addressing Converter Box Assignment Buttons {Up/Down)

ACCESORIES —
Focus Unit

Mitchell Adapter

“Basic” DMX - converter

Upgrade Fully Programmable DMX, incl. FP DMX - converter
Analog Hand Controller

Extension Cable for Analog Hand Controller N
Mega Claw M Y F 8 0 Focus W) PAN

AQ309MMY
( with F18k )
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DIMENSIONS (mm)

791 | 127
8 _

]
T . <.
HOBOR TOKR .
o = ) ﬂeé@
.
597
I |
«

40.0kg TILT
Focus PAN

MYF 40

A0200TMY
 with DF 4kW/2,5kW SE )
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MOTOR YOKE

DIMENSIONS (mm)

MYF 20

AO50LSMY
( with LFD 500 )

20.0kg

Focus

TILT
PAN
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MCTOR YOKEE
o

MY 20

AQ40LRMY
( with RGB 400 |

riLMCEAR

20.0 kg
TILT
9] PAN

DIMENSIONS (mm)
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BATTERY & CHARGER

LIGHTING BATTERY CHARGER
Lighting Battery Lighting Battery
Lithum-NCM 30V 28.4Ah Lithum-NCM 30V 14.2Ah
Double Charger 30V 28.4Ah
. Identity No. A0306WLC
Identity No. A03028L2 A03014L2 Max. Output 33.6V / 6A
Capacity 28,000mAh (Min.) 14,000mAh (Min.) Dimensions (mm) 260x220x 110
28,400mAh (Typical) 14,200mAh (Typical) Weight 29kg
Voltage 28.8V - 33.6V 28.8V-33.6V
Charging Voltage 33.6V 0.3V 33.6V +0.3V
Max.Charging Current 6,000mA 5,000mA
Max.Discharging Current | 32A 16A Double Charger 30V 14.2Ah
Weight 7.0kg 3.9kg Identity No. A0305WLC
: Max. Output 33.6V/3A
Dimensions | Width 300 240 Dimensions (mm) 185 x 205 x 100
(mm) Depth 265 210 Weight 1.7 kg
Height 90 90

BATTERY KIT

Lighting Battery R Lighting Battery
30V 28.4Ah Kit e ¥ 30V 14.2Ah Kit

m KIT CONTENTS

Identity No. K03014L2
(2) Battery 30V 14.2Ah

m KIT CONTENTS

Identity No. K03028L2
(2) Battery 30V 28.4Ah
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(1) Double Charger with Cable
(2) DC Cable
(1) Aluminium Carrying Case

(1) Double Charger with Cable
(2) DC Cable
(1) Aluminium Carrying Case



BATTERY OPERATED
Daylight Par 800W

(1) Lamphead with Bulb

(1) 800W/575W AC/DC Ballast
(1) Lamphead to Ballast Cable
(1) BC Y-Cable / DC Cable

Running Time : 110mins
with (2) 30V 28.4Ah Battery
Running Time : 50mins

with (1) 30V 28.4Ah Battery

800W/575W
AC/DC Ballost

30V 28.4Ah Battery

riLMCEAR

BATTERY LIGHT

800W/575W
AC/DC Ballast

Daylight Par Daylight Fresnel
575W 575W

30V 28.4Ah
Battery

BATTERY OPERATED
Daylight Par 575W
Daylight Fresnel 575W

(1) Lamphead with Bulb
(1) 800W/575W AC/DC Ballast
(1) Lamphead to Ballast Cable
(1) 30V 28.4Ah Battery
(1) DC Cable

Running Time : 90mins
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BATTERY
LIGHT

BATTERY OPERATED
Daylight Par 400W Mini

(1) Lamphead with Bulb
(1) 400W/200W AC/DC Ballast
(1) Lamphead to Ballast Cable
(1) 30V 14.2Ah Battery
(1) DC Cable

Running Time : 45mins

Daylight Par
400W Mini

30V 14.2Ah 400W/200W
Battery AC/DC Ballast

Daylight Par Daylight Par Daylight
200W 200W Mini Fresnel 200W
30V 14.2Ah 200W AC/DC
Battery Ballast

BATTERY OPERATED
Daylight Par 200W
Daylight Par 200W Mini

Daylight Fresnel 200W

(1) Lamphead with Bulb
(1) 200W AC/DC Ballast
(1) Lamphead to Ballast Cable
(1) 30V 14.2Ah Battery
(1) DC Cable
Running Time : 105mins



riLMCEAR

Flo-Box 4 Bank 4 ft

Flo-Box 4 Bank 2 ft

BATTERY OPERATED
Flo-Box 4 Bank 4 ft

Flo-Box 4 Bank 2 ft BATTE RY

(1) Lamphead with Fluoresent Tubes
(1) 4 Bank AC/DC Ballast L l G H T
(1) Lamphead to Ballast Cable

(1) 30V 14.2Ah Battery

(1) DC Cable
Running Time : 4 Bank 4 ft - 65mins Flo-Box 2 Barnk 4 ft
4 Bank 2 ft - 115mins Flo-Box 2 Bank 2 ft
30V 14.2Ah
Battery
BATTERY OPERATED

Flo-Box 2 Bank 4 ft
Flo-Box 2 Bank 2 ft

(1) Lamphead with Fluoresent Tubes
(1) 2 Bank AC/DC Balllast
(1) Lamphead to Ballast Cable
(1) 30V 14.2Ah Battery
(1) DC Cable
Running Time : 2 Bank 4 ft - 130mins
2 Bank 2 ft - 230mins

30V 14.2Ah
Battery
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Terms and Conditions

All prices are to be quotes in USD or EURO. the standard conditions are Ex-works HK Prices, models and
material specifications are subject to change or withdrawal without notice. Possession of this product list
does not constitute an offer to sell. All orders are subject to acceptance by Filmgear International.
Some products mentioned in this catalogues may not be available for sellin all territories.

E.&O.E. @2020



Film Gear (International) Lid.

No.7 Cumberland Road,

Kowloon Tong, Kowloon, Hong Kong
Tel.  :(852) 2794 3608

Fax. :(852) 2794 3662

E-mail : info@filmgear.net

Web :www.fimgear.net

Filmgear Technology (Guangzhou) Ltd.

No. 2, Ming Zhu Road, Cong Hua
Economic Technology Development Area,
Guangzhou, China

Tel.  :(8620) 8781 6663

Fax. :(8620) 8781 6683

E-mail : filmdragon@163.com

Film Gear USA Group

9528 East Rush Street, Suite A
South El Monte, CA 91733, US.A
Tel.  :(323) 780 8880

Cell  :(323) 770 3883

E-mail : joanna@filmgearusa.com
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